
Pillow Block Bearing 
Bearing Insert 
Set Screw Series - Normal Duty 

 

UC Series 
 
  Shaft Dia.      Basic Load Rating  

   Dimensions (inch / mm)    Weight 
Unit No. (inch / mm)         lbf / N    
  d D B C S S1 G h ds Dynamic Static kg  lbs 
U
CUC201 12 mm           0.21  0.46 
 UC201-8 1/2           0.20  0.44 
 UC202 15 mm           0.19  0.42 
 UC202-9 9/16 0.19  0.42 
 1.8504 1.2205 0.6693 0.500 0.720 0.1850 0.1378 1/4-28UNF 2878 1495  

 UC202-10 5/8 0.19  0.42 
 47 31 17 12.7 18.3 4.7 3.5 M6x1 12800 6650  
 UC203 17 mm           0.18  0.40 
 UC203-11 11/16           0.18  0.40 
 UC204 20 mm           0.16  0.35 
 UC204-12 3/4           0.17  0.37 
                

U
CUC205 25 mm           0.22  0.48 
 UC205-14 7/8 2.0472 1.3425 0.6693 0.5630 0.780 0.1969 0.1653 1/4-28UNF 3152 1771 0.20  0.44 
 UC205-15 15/16 52 34.1 17 14.3 19.8 5 4.2 M6x1 14020 7880 0.19  0.42 
 UC205-16 1           0.19  0.42 
                

U
CUC206 30 mm            
           0.34  0.75 
 UC206-17 1-1/16  
 2.4409 1.500 0.7480 0.6260 0.8740 0.1969 0.1969 1/4-28 UNF 4375 2542 0.31  0.68 
 UC206-18 1-1/8  
 62 38.1 19 15.9 22.2 5 5 M6 X 1 19460 11310 0.32  0.70 
 UC206-19 1-3/16            
           0.31  0.68 
 UC206-20 1-1/4              
                

U
CUC207 35 mm           0.52  1.14 
 UC207-20 1-1/4 0.50  1.10 
 2.8346 1.6890 0.7874 0.6890 1.000 0.2360 0.2244 1/4-28 UNF 5771 3439  
 UC207-21 1-5/16 0.48  1.06 
 72 42.9 20 17.5 25.4 6 5.7 M8x1 25670 15300  
 UC207-22 1-3/8           0.46  1.01 
 UC207-23 1-7/16           0.46  1.01 
                

U
CUC208 40 mm 0.68  1.50 
 3.1496 1.9370 0.8268 0.748 1.189 0.315 0.2480 5/16-24 UNF 6550 4000  

 UC208-24 1-1/2 0.64  1.41 
 80 49.2 21 19 30.2 8 6.3 M8 X 1 29100 17800  
 UC208-25 1-9/16           0.63  1.39 
                

U
CUC209 45 mm           0.78  1.72 
 UC209-26 1-5/8 3.3465 1.9370 0.8660 0.7480 1.1890 0.3150 0.2480 5/16-24UNF 7119 4649 0.74  1.63 
 UC209-27 1-11/16 85 49.2 22 19.0 30.2 8 6.3 M8 X 1 31670 20680 0.70  1.54 
 UC209-28 1-3/4           0.70  1.54 
                

 
 
 
 
 
 
 
 
 
 
 



 
UC Series 
 Shaft Dia.      Basic Load Rating 

   Dimensions (inch / mm)    Weight 
Unit No. (inch / mm)         lbf / N    

d D B C S S1 G h ds Dynamic  Static kg lbs 
UC210 50 mm            0.80 1.76
UC210-30 1-7/8 3.5433 2.0315 0.9449 0.7480 1.2835 0.3937 0.2598 3/8-24UNF 7884  5211 0.87 1.91
UC210-31 1-15/16 90 51.6 24 19.0 32.6 10 6.6 M10x1.25 35070  23180 0.82 1.80
UC210-32 2            0.78 1.72

               

 UC211 55 mm            1.11 2.44
UC211-32 2 3.9370 2.1890 0.9843 0.874 1.3150 0.3937 0.2755 3/8-24UNF 9752  6569 1.26 2.77
UC211-34 2-1/8 100 55.6 25 22.2 33.4 10 7 M10x1.25 43380  29220 1.15 2.53
UC211-35 2-3/16            1.09 2.40

               

 UC212 60 mm            1.54 3.39
UC212-36 2-1/4 4.3307 2.5630 1.0630 1.000 1.5630 0.394 0.2292 3/8-24UNF 10736  7403 1.67 3.67
UC212-38 2-3/8 110 65.1 27 25.4 39.7 10 7.6 M10x1.25 47760  32930 1.52 3.34
UC212-39 2-7/16            1.45 3.19

               

UC213 65 mm 4.7244 2.5630 1.1024 1.000 1.5630 0.394 0.3503 3/8-24UNF 12861  8992 1.85 4.07
UC213-40 2-1/2 120 65.1 28 25.4 39.7 10 8.9 M10x1.25 57210  40000 1.94 4.27

               
UC214 70 mm  2.05 4.514.9213 2.9370 1.1811 1.189 1.7480 0.472 0.3503 7/16-20UNF 13675  10123 
UC214-43 2-11/16  2.16 4.75125 74.6 30 30.2 44.5 12 8.9 M12x1-1/2 60830  45030 
UC214-44 2-3/4            2.06 4.53

               

UC215 75 mm  2.21 4.865.1181 3.0630 1.2598 1.311 1.7480 0.472 0.3503 7/16-20UNF 14862  11128 
UC215-47 2-15/16  2.24 4.93130 77.8 32 33.3 44.5 12 8.9 M12x1-1/2 66110  49500 
UC215-48 3            2.12 4.66

               

UC216 80 mm 5.1181 3.2520 1.2992 1.311 1.9410 0.5512 0.3779 7/16-20UNF 16298  11914 2.80 6.16
UC216-50 3-1/8 140 82.6 33 33.3 49.3 14 9.6 M12x1-1/2 72500  53000 2.85 6.27

               

UC217 85 mm  3.46 7.615.9055 3.3740 1.3780 1.3425 2.0315 0.5512 0.3779 7/16-20UNF 18771  14387 
UC217-52 3-1/4  3.68 8.10150 85.7 35 34.1 51.6 14 10 M12x1-1/2 83500  64000 UC217-55 3-7/16            3.25 7.15

               

UC218 90 mm 6.2992 3.7795 1.4567 1.5630 2.2165 0.5903 0.4330 1/2-20UNF 21581  16073 4.36 9.59
UC218-56 3-1/2 160 96 37 39.7 56.3 15 11 M12x1-1/2 96000  71500 4.47 9.83

               



Pollow Block Bearing 
Bearing Insert 
Set Screw Series - Medium Duty 

 

 

UCX 
  Shaft Dia.      Basic Load Rating 
     Dimensions (inch / mm)   Weight 

(inch / mm)         lbf / N   
Unit No. 

  d D B C S S1 G h ds Dynamic Static kg lbs 
U
C
XUCX05 25 mm           0.39 0.85
 UCX05-14 7/8 2.4409 1.5000 0.748 0626 0.874 0.197 0.197 1/4-28UNF 4384 2540 0.42 0.99
 UCX05-15 15/16 62 38.1 19 15.9 22.2 5 5 M6x1 19500 11300 0.40 0.88
 UCX05-16 1           0.38 0.83
               

U
C
XUCX06 30 mm           0.58 1.27
 UCX06-18 1-1/8 2.8346 1.6890 0.7874 0.689 1.000 0.276 0.224 5/16-24UNF 5778 3440 0.58 1.27
 UCX06-19 1-3/16 72 42.9 20 17.5 25.4 7 5.7 M8x1 25700 15300 0.58 1.27
 UCX06-20 1-1/4           0.55 1.21
               

U
C
XUCX07 35 mm           
 0.75 1.65
 UCX07-21 1-5/16 3.1496 1.9370 0.8268 0.748 1.189 0.315 0.244 5/16-24UNF 6632 4069 
 0.75 1.65
 UCX07-22 1-3/8 80 49.2 21 19 30.2 8 6.2 M8x1 29500 18100 
           0.72 1.58
 UCX07-23 1-7/16             
               

U
C
XUCX08 40 mm 0.83 1.82
 3.3465 1.9370 0.8661 0.748 1.189 0.315 0.252 5/16-24UNF 7104 4631 
 UCX08-24 1-1/2 0.87 1.91
 85 49.2 22 19 30.2 8 6.5 M8x1 31600 20600 
 UCX08-25 1-9/16           0.87 1.91
               

U
C
XUCX09 45 mm           0.95 2.09
 UCX09-26 1-5/8 3.5433 2.0315 0.9449 0.748 1.283 0.394 0.256 3/8-24UNF 7868 5216 1.10 2.42
 UCX09-27 1-11/16 90 51.6 24 19 32.6 10 6.5 M10x1 35000 23200 1.01 2.22
 UCX09-28 1-3/4           0.97 2.13
               

U
C
XUCX10 50 mm           1.29 2.83
 UCX10-30 1-7/8 3.9370 2.1890 0.9843 0.874 1.315 0.394 0.276 3/8-24UNF 9779 6564 1.43 3.14
 UCX10-31 1-15/16 100 55.6 25 22.2 33.4 10 7.0 M10x1 43500 29200 1.32 2.90
 UCX10-32 2           1.26 2.77
               

U
C
XUCX11 55 mm 1.80 3.96
 4.3307 2.5630 1.0630 1.000 1.563 0.394 0.299 3/8-24UNF 10723 7396 
 UCX11-35 2-3/16 1.78 3.91
 110 65.1 27 25.4 39.7 10 7.6 M10x1 47700 32900 
 UCX11-36 2-1/4           1.70 3.74
               

 
 
 
 
 



Bearing Insert 
Set Screw Series - Medium Duty 

 

 

UCX 
  Shaft Dia.      Basic Load Rating 
     Dimensions (inch / mm)   Weight 

(inch / mm)         lbf / N   
Unit No. 

  d D B C S S1 G h ds Dynamic Static kg lbs 
U
C
XUCX12 60 mm 2.05 4.51
 4.7244 2.5630 1.1024 1.000 1.5628 0.394 0.335 3/8-24UNF 12927 8992 
 UCX12-38 2-3/8 2.03 4.46
 120 65.1 28 25.4 39.7 10 8.5 M10x1 57500 40000 
 UCX12-39 2-7/16           1.95 4.29
               

U
C
XUCX13 65 mm 4.9213 2.9370 1.1417 1.189 1.748 0.472 0.350 1/2-20 UNF 13668 10116 2.52 5.54
 UCX13-40 2-1/2 125 74.6 29 30.2 44.4 12 8.9 M12x1.5 60800 45000 2.61 5.74
               

U
C
XUCX14 70 mm 5.1181 3.0630 1.1811 1.311 1.752 0.472 0.362 1/2-20 UNF 14837 11128 2.74 6.02
 UCX14-44 2-3/4 130 77.8 30 33.3 44.5 12 9.2 M12x1.5 66000 49500 2.75 6.05
               

U
C
XUCX15 75 mm 3.41 7.50
 5.5118 3.2520 1.2598 1.311 1.9409 0.472 0.374 1/2-20 UNF 16074 12185   
 UCX15-47 2-15/16   
 140 82.6 32 33.3 49.3 12 9.5 M12x1.5 71500 54200 
 UCX15-48 3           3.32 7.30
               

U
C
XUCX16 80 mm 5.9055 3.3740 1.3386 1.343 3.031 0.472 0.402 1/2-20UNF 18772 14523 3.87 8.34
 UCX16-50 3-1/8 150 85.7 34 34.1 51.6 12 10.2 M12x1.5 83500 64600   
               

U
C
XUCX17 85 mm 
 6.2992 3.7795 1.4173 1.5630 2.217 0.472 0.441 1/2-20UNF 21582 16074 5.05 11.11
 UCX17-52 3-1/4 
 160 96 36 39.7 56.3 12 11.2 M12x1.5 96000 71500 4.58 10.07
 UCX17-55 3-7/16             
               

U
C
XUCX18 90 mm 6.6929 4.0945 1.5354 1.689 2.406 0.630 0.492 9/16-18UNF 24504 18434 6 13.20
 UCX18-56 3-1/2 170 104 39 42.9 61.1 16 12.5 M14x1.5 109000 82000 6.12 13.46
               

U
C
XUCX20 100 mm 8.56 18.83
 7.4803 4.6260 1.6929 1.9370 2.6890 0.7087 0.5994 5/8X18UNF 29900 23605 
 UCX20-63 3-15/16 8.33 18.32
 190 117.5 43 49.2 68.3 18 13.7 M16x1.5 133000 105000 
 UCX20-64 3-1/2           8.33 18.32
               



Pillow Block Bearing 
Bearing Insert 
Set Screw Series - Normal Duty 

 

SER  
 Shaft Dia.       Basic Load Rating 
    Dimensions (inch / mm)    Weight 

(inch / mm)          lbf / N   
Unit No. 

 d D B b C S a P G ds Dynamic Static kg lbs 

SER201 12 mm            0.27 0.59 
SER201-8 1/2            0.27 0.59 
SER202 15 mm            0.25 0.55 
SER202-10 5/8 1.8504 1.2205 0.0421 0.6300 0.500 0.0945 2.0748 0.185 1/4-28UNF 2886 1495 0.24 0.53 
SER203 17 mm 47 31 1.07 16 12.7 2.4 52.7 4.7 M 6 x 0.75 12840 6650 0.23 0.51 
SER203-11 11/16            0.23 0.51 
SER204 20 mm            0.20 0.48 
SER204-12 3/4            0.22 0.48 
                

SER205 25 mm            0.21 0.46 
SER205-14 7/8 2.0472 1.3425 0.0421 0.7480 0.5629 0.0945 2.2795 0.2165 1/4-28UNF 3152 1771 0.23 0.51 
SER205-15 15/16 52 34.1 1.07 19 14.3 2.4 57.9 5.5 M 6 x 0.75 14020 7880 0.22 0.48 
SER205-16 1            0.20 0.44 
               

SER206 30 mm            0.35 0.77 
SER206-18 1-1/8 2.4409 1.5000 0.0649 0.874 0.6260 0.1260 2.6654 0.2165 1/4-28UNF 4375 2542 0.37 0.81 
SER206-19 1-3/16 62 38.1 1.65 22.2 15.9 3.2 67.7 5.5 M 6 x 0.75 19460 11310 0.35 0.77 
SER206-20 1-1/4            0.35 0.77 
               

SER207 35 mm            0.51 1.12 
SER207-20 1-1/4 0.56 1.23 

2.8346 1.6890 0.0649 0.9449 0.6890 0.1260  3.0906 0.2559 5/16-24UNF 5771 3439 
SER207-21 1-5/16  0.54 1.19 72 42.9 1.65 24 17.5 3.2  78.4 6.5 M 8 x 1 25670 15300 
SER207-22 1-3/8             0.52 1.14 
SER207-23 1-7/16            0.48 1.06 
               

SER208 40 mm 0.68 1.50 3.1496 1.9370 0.0649 1.1024 0.748 0.1260  3.4094 0.3150 5/16-24UNF 6636 4078 
SER208-24 1-1/2  0.72 1.58 80 49.2 1.65 28 19 3.2  86.6 8 M 8 x 1 29520 18140 
SER208-25 1-9/16             0.68 1.50 
                



 

SER 
  
 Shaft Dia.       Basic Load Rating  
    Dimensions (inch / mm)    Weight  (inch / mm)          lbf / N    

Unit No.  

 d D B b C S a P G ds Dynamic Static kg lbs 

SER209 45 mm            0.90 1.98
SER209-26 1-5/8 3.3465 1.9370 0.0650 1.1024 0.748 0.1260 3.6063 0.3150 5/16-24UNF 7119 4649 0.81 1.78
SER209-27 1-11/16 85 49.2 1.65 28 19 3.2 91.6 8 M 8 x 1 31670 20680 0.82 1.80
SER209-28 1-3/4            0.80 1.76
                

SER210 50 mm            0.86 1.89 
SER210-30 1-7/8 3.5433 2.0315 0.0949 1.1024 0.7480 0.1260 3.7992 0.3543 3/8-24UNF 7884 5211 0.92 2.02 
SER210-31 1-15/16 90 51.6 2.41 28 19 3.2 96.5 9 M 10 x 1.25 35070 23180 0.87 1.91 
SER210-32 2            0.85 1.87 
                

SER211 55 mm            1.15 2.53 
SER211-32 2 3.9370 2.1890 0.0949 1.1811 0.8740 0.1260 4.1929 0.3543 3/8-24UNF 9752 6569 1.28 2.82 
SER211-34 2-1/8 100 55.6 2.41 30 22.2 3.2 106.5 9 M 10 x 1.25 43380 29222 1.18 2.60 
SER211-35 2-3/16            1.12 2.46 
                

SER212 60 mm            1.58 3.48 
SER212-36 2-1/4 4.3307 2.5630 0.0949 1.2598 1.000 0.1260 4.5960 0.4134 3/8-24UNF 10736 7403 1.70 3.74 
SER212-38 2-3/8 110 65.1 2.41 32 25.4 3.2 116.6 10.5 M 10 x 1.25 47760 32930 1.56 3.56 
SER212-39 2-7/16            1.48 3.26 
                

SER214 70 mm 2.52 5.544.9213 2.7520 0.1091 1.3780 1.0630 0.1575 5.2165 0.4724 7/16-20UNF 13675 10123    SER214-43 2-11/16    125 69.9 2.77 35 27 4 132.5 12 M 12 x 1.5 60830 45030    SER214-44 2-3/4               
                

SER215 75 mm 2.89 6.355.1181 3.0630 0.1091 1.4961 1.3110 0.1575 5.5000 0.4724 7/16-20UNF 14862 11128    SER215-47 2-15/16    130 77.8 2.77 38.0 33.3 4 139.7 12 M 12 x 1.5 66110 49500    SER215-48 3               
                

SER217 85 mm 5.9055 3.374 0.1091 1.937 1.3425 0.1900 6.2900 0.5512 7/1620 17680 11600 3.30 7.26 
SER217-55 3-7/16 150 85.7 2.77 49.2 34.1 4.9 159.7 14 M 12 x 1.5 78648 51601   
                
 



Pillow Block Bearing 
Bearing Inserts 
Set Screw Series - Light Duty 

 

SB...G, SB & CSB  
 Shaft Dia.    Basic Load Rating 
   Dimensions (inch / mm)  Weight 

(inch / mm)       lbf / N   Unit No.          
        Dynamic Static   

 d D B C S G ds Cr Cor kg lbs 
SB201 12 mm         0.10 0.22
SB201-8 1/2         0.10 0.22
SB202 15 mm 0.09 0.20

1.5748 0.8661 0.4724 0.2362 1.1772 1/4-28 UNF 2151 1057 SB202-9 9/16 0.09 0.20
40 22 12 6 4.5 M5 x 0.8 9570 4700 SB202-10 5/8         0.09 0.20

SB203 17 mm         0.08 0.18
SB203-11 11/16         0.08 0.18
            

SB204 20 mm 1.8504 0.9840 0.5512 0.2756 1.1772 1/4-28 UNF 2886 1495 0.12 0.26
SB204-12 3/4 47 25 14 7 4.5 M6 x 0.75 12840 6650 0.13 0.29
            

SB205 25 mm         0.18 0.40
SB205-14 7/8 2.0472 1.0630 0.5906 0.2953 0.1969 1/4-28 UNF 3152 1771 0.17 0.37
SB205-15 15/16 52 27 15 7.5 5 M6 x 0.75 14020 7880 0.17 0.37
SB205-16 1         0.16 0.35
            

SB206 30 mm         0.25 0.55
SB206-18 1-1/8 2.4409 1.1811 0.6299 0.3150 0.2170 1/4-28 UNF 4375 2542 0.26 0.57
SB206-19 1-3/16 62 30 16 8 5.5 M6 x 0.75 19460 11310 0.25 0.55
SB206-SB20 1-1/4         0.23 0.51
            

SB207 35 mm         0.37 0.81
SB207-SB20 1-1/4 0.41 0.90

2.8346 1.2598 0.6693 0.3346 0.2362 5/16-24 UNF 57706 34394 SB207-21 1-5/16 0.39 0.86
72 32 17 8.5 6 M8 x 1 25670 15300 SB207-22 1-3/8         0.37 0.81

SB207-23 1-7/16         0.35 0.77
SB208 40 mm 0.45 0.99

3.1496 1.3386 0.7087 0.3543 0.3150 5/16-24 UNF 6636 4078 
SB208-24 1-1/2 0.48 1.06

80 34 18 9 8 M8 x 1 29520 18140 SB208-25 1-9/16         0.45 0.99
            

SB209 45 mm         0.69 1.51
SB209-26 1-5/8 3.3465 1.6220 0.7480 0.4016 0.3150 5/16-24 UNF 7119 4649 0.76 1.67
SB209-27 1-11/16 85 41.2 19 10.2 8 M8 x 1 31670 20680 0.73 1.60
SB209-28 1-3/4         0.69 1.51
            

SB210 50 mm         
0.79 1.73SB210-30 1-7/8 3.5433 1.7126 0.7874 0.4291 0.3543 5/16-24 UNF 35070 23180 
0.83 1.82SB210-31 1-15/16 90 45.3 20 10.9 9 M10 x 1.25 7884 5211 

        0.79 1.73SB210-32 2           

SB211 55 mm         0.84 1.84
SB211-32 2 3.9370 1.7126 0.8268 0.4646 0.3937 3/8-24 UNF 43380 29220 0.96 2.11
SB211-34 2-1/8 100 45.3 21 11.8 10 M10 x 1.25 9752 6569 0.87 1.91
SB211-35 2-3/16         0.81 1.78
            

SB212 60 mm         1.20 2.64
SB212-36 2-1/4 4.3307 2.1142 0.8661 0.5866 0.3937 3/8-24 UNF 47760 32930 1.30 2.86
SB212-38 2-3/8 110 53.7 22 14.9 10 M10 x 1.25 10736 7403 1.09 2.39
SB212-39 2-7/16           
            

Add (G)suffix for regreasable. (ex. SB 205-16G) 



Pillow Block Bearing 
Bearing Insert 
Bearing Style - Normal Duty 
 

 B 

 r 

D d r 
 
 
 
 
 
 
 

CS 
 
 Shaft Dia.   Basic Load Rating  
  Dimensions (mm)    Weight 

(inch / mm)      lbf / N    Unit No.          
      Dynamic  Static    

 d D B  r (min) Cr  Cor kg  lbs 
 1529  686  CS201 2RS 12 32 10  0.6  0.03  0.08 

      6800  3050    

 1718  836  CS202 2RS 15 35 11  0.6  0.04  0.09 
      7650  3720    

 2154  1075  CS203 2RS 17 40 12  0.6  0.05  0.11 
      9580  4780    

 2877  1495  CS204 2RS 20 47 14  1  0.10  0.22 
      12800  6650    

 3146  1771  CS205 2RS 25 52 15  1  0.11  0.24 
      14000  7880    

 4991  2585  CS305 2RS 25 62 17  1.1  0.20  0.44 
      22200  11500    

 4384  2585  CS206 2RS 30 62 16  1  0.18  0.39 
      19500  11500    

 6070  3417  CS306 2RS 30 72 19  1.1  0.30  0.66 
      27000  15200    

 5732  3417  CS207 2RS 35 72 17  1.1  0.25  0.55 
      25500  15200    

 7463  3417  CS307 2RS 35 80 21  1.5  0.25  0.55 
      33200  15200    

 6632  4046  CS208 2RS 40 80 18  1.1  0.32  0.70 
      29500  18000    

 9172  5395  CS308 2RS 40 90 23  1.5  0.55  1.21 
      40800  24000    

 7081  4676  CS209 2RS 45 85 19  1.1  0.37  0.81 
      31500  20800    

 11869  7081  CS309 2RS 45 100 25  1.5  0.73  1.60 
      52800  31500    

 7868  5215  CS210 2RS 50 90 20  1.1  0.41  0.90 
      35000  23200    

 13893  8542  CS310 2RS 50 110 27  2  0.95  2.09 
      61800  38000    

 
 



Pillow Block Bearing 
Bearing Insert 
GRaB Loc Series - Normal Duty 

 

GC 
  Shaft Dia.       Basic Load Rating
     Dimensions (inch / mm)    Weight 

(inch / mm)          lbf / N   
Unit No. 

  d D d1 B1 B2 C S S1 h ds Dynamic Static kg lbs 
G
CGC204 20 mm 1.8504 1.7520 1.2795 0.3740 0.5906 0.500 0.7795 0.1575 2877 1484
 8-32 x 5/8 0.22 0.48
 GC204-12 3/4 47 44.5 32.5 9.5 15 12.7 19.8 4.0  12800 6600   
                

G
CGC205 25 mm              
 GC205-14 7/8 2.0472 1.9370 1.4370 0.3740 0.5906 0.5630 0.8740 0.1654 3147 1753
 8-32 x 5/8 0.35 0.77
 GC205-15 15/16 52 49.2 36.5 9.5 15 14.3 22.2 4.2  14000 7800   

 GC205-16 1              
                

G
CGC206 30 mm              
 GC206-18 1-1/8 2.4409 2.1890 1.5630 0.3740 0.7087 0.6260 0.9370 0.1890 4361 2518
 8-32 x 5/8 0.50 1.10
 GC206-19 1-3/8 62 55.6 39.7 9.5 18 15.9 23.8 4.8  19400 11200   

 GC206-20 1-1/4              
                

G
CGC207 35 mm              
 GC207-20 1-1/4    
 2.8346 2.5590 1.7520 0.4370 0.7480 0.6890 1.0630 0.2126 5755 3417
 GC207-21 1-5/16 10-24 x 3/4 0.66 1.45
 72 65 44.5 11.1 19 17.5 27.0 5.4  25600 15200   
 GC207-22 1-3/8              

 GC207-23 1-7/16              
G
CGC208 40 mm    
 3.1496 2.6890 2.000 0.4370 0.8661 0.7480 1.2520 0.2323 7328 4551
 GC208-24 1-1/2 10-24 x 3/4 0.81 1.78
 80 68.3 50.8 11.1 22 19.0 31.8 5.9  32600 19800   
 GC208-25 1-9/16              
                

G
CGC209 45 mm              
 GC209-26 1-5/8 3.3464 2.9370 2.000 0.4370 0.8661 0.7480 1.2520 0.2402 4878 4586
 10-24 x 3/4 0.83 1.83
 GC209-27 1-11/16 85 74.6 50.8 11.1 22 19.0 31.8 6.1  32700 20400   

 GC209-28 1-3/4              
                

G
CGC210 50 mm              
 GC210-30 1-7/8 3.5433 3.3740 2.0945 0.5630 0.8661 0.7480 1.3425 0.2559 7868 5193
 1/4-20 x 1 1.09 2.40
 GC210-31 1-15/16 90 85.7 53.2 14.3 22 19.0 34.1 6.5  35000 23100   

 GC210-32 2              
                

G
CGC211 55 mm              
 GC211-32 2 3.9370 3.6220 2.2520 0.5630 0.9449 0.8740 1.3740 0.2795 9734 6564
 1/4-20 x 1 1.32 2.91
 GC211-34 2-1/8 100 92 57.2 14.3 24 22.2 34.9 7.1  43300 29200   

 GC211-35 2-3/16              
                

G
CGC212 60 mm              
 GC212-36 2-1/4 4.3307 4.1338 2.6260 0.6890 1.0236 1.000 1.6260 0.2992 10723 7396
 5/16-18 x 1 1.95 4.30
 GC212-38 2-3/8 110 105 66.7 17.5 26 25.4 41.3 7.6  47700 32900   

 GC212-39 2-7/16              
                

 



Pillow Block Bearing 
Bearing Insert 
GRaB Loc Series - Normal Duty 

 

GER                       
                                

  Shaft Dia.              Basic Load Rating
          Dimensions (inch / mm)       Weight 
 (inch / mm)                     lbf / N   
 Unit No.      

  d D  d1  K B1 b C S a p  ds DynamicStatic kg lbs

 GER204 20 mm 1.8504 1.7520  0.3740 1.3740 0.0531 0.7519 0.500 0.0968 2.0748 2900 1410
   8-32 x 5/8 0.22 0.48
 GER204-12 3/4 47 44.5  9.5 34.9 1.35 19.10 12.70  2.46 52.70    12900 6272   
                                

 GER205 25 mm                      
 GER205-14 7/8 2.0472 1.9370  0.3740 1.5118 0.0531 0.7519 0.5629 0.0968 2.2795 3150 1610
   8-32 x 5/8 0.35 0.77
 GER205-15 15/16 52 49.2  9.5 38.4 1.35 19.10 14.30  2.46 57.90    14012 7162   

 GER205-16 1                      
                                

 GER206 30 mm                      
 GER206-18 1-1/8 2.4409 2.1890  0.3740 1.6496 0.0748 0.8740 0.6259 0.1291 2.6653 4370 2320
   8-32 x 5/8 0.50 1.10
 GER206-19 1-3/16 62 55.6  9.5 41.9 1.90 22.20 15.90  3.28 67.70    19438 10319   

 GER206-20 1-1/4                      
                                

 GER207 35 mm                      
 GER207-20 1-1/4       
 2.8346 2.5590  0.4370 1.870 0.0748 0.9370 0.6897  0.1291 3.0944 5770 3150
 GER207-21 1-5/16 72 65  11.1 47.5 1.90 23.8 17.50 3.28 78.60 10-24 x 3/4 25665 14011 0.66 1.45

 GER207-22 1-3/8                         
 GER207-23 1-7/16                      
                                        

 GER208 40 mm       
 3.1496 2.6890  0.4370 2.1141 0.0748 1.0944 0.7480  0.1291 3.4094 7340 3650
 GER208-24 1-1/2 80 68.3  11.1 53.7 1.90 27.80 19.00 3.28 86.60 10-24 x 3/4 32648 16235 0.81 1.78
 GER208-25 1-9/16                      
                                        

 GER209 45 mm                      
 GER209-26 1-5/8 3.3464 2.9370  0.4370 2.1220 0.0748 1.0944 0.7480 0.1291 3.6062 7350 4150
 GER209-27 1-11/16 85 74.6  11.1 53.9 1.90 27.80 19.00 3.28 91.60 10-24 x 3/4 32693 18459 0.83 1.83
 GER209-28 1-3/4                      
                                

 GER210 50 mm                      
 GER210-30 1-7/8 3.5433 3.3740  0.5629 2.2677 0.1062 1.1259 0.7480 0.1291 3.7992 7880 4650
   1/4-20 x 1 1.09 2.40
 GER210-31 1-15/16 90 85.7  14.3 57.6 2.70 28.60 19.00  3.28 96.50    35050 20683   

 GER210-32 2                      
                                

 GER211 55 mm                      
 GER211-32 2 3.9370 3.6220  0.5629 2.4291 0.1062 1.1889 0.8740 0.1291 4.1929 9740 5850
   1/4-20 x 1 1.32 2.91
 GER211-34 2-1/8 100 92  14.3 61.7 2.70 30.20 22.20  3.28 106.50    43324 20021   

 GER211-35 2-3/16                      
                                

 GER212 60 mm                      
 GER212-36 2-1/4 4.3307 4.1338  0.6889 2.8464 0.1062 1.2519 1.000 0.1291 4.5905 11780 7250
 GER212-38 2-3/8 110 105  17.5 72.3 2.70 31.80 25.4 3.28 116.60 5/16-18 x 1 52397 32248 1.95 4.30
 GER212-39 2-7/16                      
                                



Pillow Block Bearing 
Bearing Insert 
Eccentric Collar Series 
 

 
 

HC 
 
          Basic Load    
 Shaft Dia.        
    Dimensions (inch / mm)    Rating Weight 

(inch / mm)          Eccentric   

Unit No.           lbf / N Collar   

 d D d1 B B1 B3 C S h ds Dynamic Static  kg lbs
HC202 15 mm            A 202 0.27 0.59
HC202-9 9/16            202-9 0.26 0.57
HC202-10 5/8 202-10 0.26 0.57

1.8504 1.311 1.3465 1.7205 0.5315 0.6693 0.6793 0.146 1/4-28 UNF 2886 1495 
HC203 17mm 203 0.25 0.55

47 33.3 34.2 43.7 13.5 17 17.1 3.7 M6 x 0.75 12840 6650 
HC203-11 11 /16            203-11 0.25 0.55
HC204 20 mm            204 0.23 0.51
HC204-12 3/4            204-12 0.23 0.51

HC205 25 mm            A 205 0.27 0.59
HC205-14 7/8 2.0472 1.5000 1.3740 1.7480 0.5315 0.6693 0.6890 0.154 1/4-28 UNF 3152 1771 205-14 0.31 0.68
HC205-15 15/16 52 38.1 34.9 44.4 13.5 17 17.5 3.9 M6 x 0.75 14020 7880 205-15 0.29 0.64
HC205-16 1            205-16 0.27 0.59
                

HC206 30 mm            A 206 0.45 0.99
HC206-17 1-1/16 206-17 0.50 1.10

2.4409 1.7520 1.4370 1.9055 0.6260 0.7480 0.7205 0.197 5/16-24 UNF 4375 2542 
HC206-18 1-1/8 206-18 0.47 1.03

62 44.5 36.5 48.4 15.9 19 18.3 5.0 M8 x 1 19460 11310 
HC206-19 1-3/16            206-19 0.45 0.99
HC206-HC20 1-1/4            206-20 0.42 0.92
                

HC207 35 mm            A 207 0.60 1.32
HC207-HC20 1-1/4 207-20 0.67 1.47

2.8346 2.189 1.4803 2.0118 0.6890 0.7874 0.7402 0.224 5/16-24 UNF 5771 3439 
HC207-21 1-5/16 207-21 0.63 1.39

72 55.6 37.6 51.1 17.5 20 18.8 5.7 M8 x 1 25670 15300 
HC207-22 1-3/8            207-22 0.60 1.32
HC207-23 1-7/16            207-23 0.57 1.25
                

HC208 40 mm A 208 0.79 1.74
3.1496 2.3740 1.6850 2.2165 0.7205 0.8270 0.8425 0.244 5/16-24 UNF 6636 4078 

HC208-24 1-1/2 208-24 0.84 1.85
80 60.3 42.8 56.3 18.3 21 21.4 6.2 M8 x 1 29520 18140 

HC208-25 1-9/16            208-25 0.80 1.76
                

HC209 45 mm            A 209 0.85 1.87
HC209-26 1-5/8 3.3465 2.5000 1.6850 2.2165 0.7205 0.8661 0.8425 0.252 5/16-24 UNF 7119 4649 209-26 0.96 2.11
HC209-27 1-11/16 85 63.5 42.8 56.3 18.3 22 21.4 6.4 M8 x 1 31670 20680 209-27 0.91 2.00
HC209-28 1-3/4            209-28 0.87 1.91
                 



 

 
 

HC   
          Basic Load    
 Shaft Dia.        
    Dimensions (inch / mm)    Rating Mass 

(inch / mm)          Eccentric   
Unit No.           lbf / N   

 Collar

 d D d1 B B1 B3 C S h ds Dynamic Static  kg lbs

HC210 50 mm            A 210 0.99 2.18
HC210-30 1-7/8 3.5433 2.7520 1.9370 2.4685 0.7204 0.9449 0.9685 0.256 5/16-24 UNF 7884 5211 210-30 1.08 2.38
HC210-31 1-15/16 90 69.9 49.2 62.7 18.3 24 24.6 6.5 M8x 1 35070 23180 210-31 1.02 2.24
HC210-32 2            210-32 0.96 2.11
                

HC211 55 mm            A 211 1.32 2.90
HC211-32 2 3.9370 3.000 2.1850 2.8110 0.8150 0.9843 1.0945 0.276 3/8-24 UNF 9752 6569 211-32 1.52 3.34
HC211-34 2-1/8 100 76.2 55.5 71.4 20.7 25 27.8 7.0 M10 x 1.25 43380 29220 211-34 1.37 3.01
HC211-35 2-3/16            211-35 1.29 2.84
                

HC212 60 mm            A 212 1.88 4.14
HC212-36 2-1/4 4.3307 3.3150 2.4370 3.0630 0.8780 1.0630 1.2205 0.299 3/8-24 UNF 10736 7403 212-36 2.04 4.49
HC212-38 2-3/8 110 84.2 61.9 77.8 22.3 27 31 7.6 M10 x 1.25 47760 32930 212-38 1.90 4.18
HC212-39 2-7/16            212-39 1.77 3.89
                

HC213 65 mm 4.7244 3.3858 2.6850 3.3740 0.9252 1.1024 1.3425 0.335 3/8-24 UNF 12861 8992 A 213 2.41 5.30
HC213-40 2-1/2 120 86 68.2 85.7 23.5 28 34.1 8.5 M10 x 1.25 57210 40000 213-40 2.51 5.52
                

HC214 70 mm A 214 2.55 5.61
4.9213 3.5433 2.6850 3.3740 0.9252 1.1811 1.3425 0.350 3/8-24 UNF 13675 10123 

HC214-43 2-11/16 214-43 2.68 5.90
125 90 68.2 85.7 23.5 30 34.1 8.9 M10 x 1.25 60830 45030 

HC214-44 2-3/4            214-44 2.56 5.63
                

HC215 75 mm A 215 2.84 6.25
5.1811 4.0157 2.9370 3.6260 0.9252 1.2598 1.4685 0.362 3/8-24 UNF 14862 11128 

HC215-47 2-15/16 215-47 2.88 6.34
130 102 74.6 92.1 23.5 32 37.3 9.2 M10 x 1.25 66110 49500 

HC215-48 3            215-48 2.74 6.03
                

HC216 80 mm 5.5118 4.3307 2.9370 3.7480 1.0630 1.2992 1.4685 0.4055 7/16-20 UNF 16073 12184 A 216 
3.12 6.86

HC216-50 3-1/8 140 110 74.6 95.2 27 33 37.3 10.3 M12 x 1.25 71500 54200 216-50   
                

HC217 85 mm A 217   
5.9055 4.6850 2.0944 2.8818 1.0630 1.3780 0.9212 0.4331 7/16-20 UNF 18703 14342 

HC217-52 3-1/4 217-52 3.6 7.92150 119 53.2 73.2 27 35 23.4 11 M12 x 1.25 83200 63800   HC217-55 3-7/16            217-55   
                

HC218 90 mm 6.2992 4.7244 2.1653 2.8543 1.2519 1.4567 0.9645 0.4724 7/16-20 UNF 21558 16073 A 218 
4.55 10.01

HC218-56 3-1/2 160 120 55 72.5 31.8 37 24.5 12 M12 x 1.25 95900 71500 218-56   
                

 



Bearing Insert 
Eccentric Collar Series - Light Duty 
 

 
 

SA...G, SA & CSA  
 Shaft Dia.       Basic Load Rating 
    Dimensions (inch / mm)    Weight 

(inch / mm)          lbf / N   Unit No.             

           Dynamic Static   

 d D d1 B B1 B3 C S G ds Cr Cor kg lbs
1.6335 1.299 0.6354 1.0402 0.5197 0.4724 0.2362 0.1969 1/4-28 UNF 2109 1124 CSA104-12 3/4 0.12 0.26

  42 33 16.14 26.42 13.2 12 6 5 M6 x 0.75 9380 5000   
               

SA201 12 mm            0.12 0.26
SA201-8 1/2            0.14 0.31
SA202 15 mm 1.5748 1.126 0.7520 1.126 0.5315 0.4724 0.2362 0.1969 1/4-28 UNF 2151 1057 0.11 0.24
SA202-10 5/8 40 28.6 19.1 28.6 13.5 12 6 5 M6 x 0.75 9570 4700 0.13 0.29
SA203 17 mm            0.10 0.22
SA203-11 11/16            0.12 0.26
               

SA204 20 mm 1.8504 1.311 0.8465 1.2165 0.5315 0.5512 0.2755 0.1969 1/4-28 UNF 2886 1495 0.16 0.35
SA204-12 3/4 47 33.3 21.5 30.9 13.5 14 7 5 M6 x 0.75 12840 6650 0.15 0.33
               

SA205 25 mm            0.21 0.46
SA205-14 7/8 2.0472 1.500 1.126 1.2402 0.5315 0.5905 0.2953 0.1969 1/4-28 UNF 3152 1771 0.19 0.42
SA205-15 15/16 52 38.1 28.6 31.5 13.5 15 7.5 5 M6 x 0.75 14020 7880 0.18 0.40
SA205-16 1            0.18 0.40
               

SA206 30 mm            0.30 0.66
SA206-18 1-1/8 2.4409 1.752 0.9370 1.4055 0.6260 0.6299 0.3150 0.2362 5/16-24 UNF 4375 2542 0.30 0.66
SA206-19 1-3/16 62 44.5 23.8 35.7 15.9 16 8 6 M8 x 1 19460 11310 0.30 0.66
SA206-20 1-1/4            0.29 0.64
               

SA207 35 mm            0.55 1.21
SA207-20 1-1/4 0.53 1.17

2.8346 2.189 1.000 1.5315 0.6890 0.6693 0.3346 0.2559 5/16-24 UNF 5771 3439 
SA207-21 1-5/16 0.50 1.10

72 55.6 25.4 38.9 17.5 17 8.5 6.5 M8 x 1 25670 15300 
SA207-22 1-3/8            0.50 1.10
SA207-23 1-7/16            0.47 1.03
               

SA208 40 mm 0.63 1.39
3.1496 2.374 1.1890 1.7204 0.7205 0.7087 0.3543 0.2559 5/16-24 UNF 29520 18140 

SA208-24 1-9/16 0.67 1.47
80 60.3 30.2 43.7 18.3 18 9 6.5 M8 x 1 6636 4078 

SA208-25 1-1/2            0.65 1.43
               

SA209 45 mm            0.66 1.45
SA209-26 1-5/8 3.3465 2.500 1.1890 1.7165 0.7205 0.7480 0.3740 0.2559 5/16-24 UNF 31670 20680 0.74 1.63
SA209-27 1-11/16 85 63.5 30.2 43.6 18.3 19 9.5 6.5 M8 x 1.25 7119 4649 0.72 1.58
SA209-28 1-3/4            0.67 1.47
                
Add (G)suffix for regreasable. (ex. SA 205-16G) 



Bearing Insert 
Eccentric Collar Series - Light Duty 

 

 
SA...G, SA & CSA  
  Shaft Dia.             Basic Load Rating
        Dimensions (inch / mm)           Weight 
 (inch / mm)                  lbf / N     
 Unit No.                          

                     Dynamic Static     

   d  D d1 B  B1 B3 C S G ds   Cr Cor kg lbs

 SA210  50 mm                   0.80 1.76
 SA210-30  1-7/8  3.5433 2.752 1.1890 1.7165 0.7205 0.7874 0.3973 0.2559 5/16-24 UNF  35070 23180 0.86  1.89
 SA210-31  1-15/16  90  69.9 30.2 43.6 18.3  20 10 6.5  M8 x 1   7884 5211 0.83 1.83
 SA210-32  2                     0.79 1.74
                              

 SA211  55 mm                   0.77 1.69
 SA211-32  2  3.9370 3.000 1.2795 1.9055 0.8150 0.8270 0.4134 0.3150 3/8-24 UNF  43380 29220 0.95  2.09
 SA211-34  2-1/6  100  76.2 32.5 48.5 20.7  21 10.5 8  M10 x 1.25  9752 6569 0.86 1.89
 SA211-35  2-3/16                     0.81 1.78
                              

 SA212  60 mm                   0.99 2.18
 SA212-36  2-1/4  4.3310 3.315 1.4606 2.0906 0.8780 0.8660 0.4330 0.3150 3/8-24 UNF  47760 32930 1.00  2.20
 SA212-38  2-3/8  110  84.2 37.1 53.1 22.3  22 11 8  M10 x 1.25  10736 7403 0.99 2.18
 SA212-39  2-7/16                     0.98 2.16
                            

   Shaft Dia.             Basic Load Rating 
        Dimensions (inch / mm)            
 (inch / mm)                  lbf / N   
 Unit No.                        

                       Dynamic  Static 
   d   D d1   B B1 B3  C   S  Cr  Cor 
 CSA001F 12 mm                   
 CSA001-8F 1/2       
   1.3780 1.000  0.6250  0.9375  0.4375  0.6250  0.2165  1720   836 
 CSA001-9F 9/16            
  35 25.4  15.9  23.8  11.1    11  5.5  7650  3720 
 CSA002F 15 mm                         

 CSA002-10F 5/8                     
                    

 CSA004-F 20 mm  1.6535 1.1719  0.6563 0.9688 0.4375 0.4720  0.2362  2109 1128 
 CSA004-12F 3/4   42 29.8  16.7 24.6 11.1   12   6  9380 5020 
                            

 CSA005F 25 mm                   
 CSA005-14F 7/8   1.8504 1.4219  0.6875 1.000 0.4688 0.4720  0.2362  2248 1315 
 CSA005-15F 15/16  47 36.1  17.5 25.4 11.9   12   6  10000 5850 
 CSA005-16F 1                      
                            

 CSA006F 30 mm                   
 CSA006-18F 1-1/8  2.1654 1.6719  0.7283 1.0433 0.4688 0.5120  0.2559  2967 1866 
 CSA006-19F 1-3/16  55 42.5  18.5 26.5 11.9   13  6.5  13200 8300 
 CSA006-20F 1-1/4                    
                               

 
Add (G)suffix for regreasable. (ex. SA 211-32G)  



Bearing Insert 
Bearing Adapter Style - Normal Style 

 

 
UK  
   Basic Load Rating  

 Dimensions (inch / mm)    Weight 
      lbf / N    Part No.            

 d D B C h Dynamic  Static kg  lbs 

0.9843 1.8504 0.9055 0.6693 0.1535 2878  1495  
UK205  0.15  0.33 
 25 52 23 17 3.9 14000  7880    
            

1.1811 2.4409 1.0236 0.7480 0.1969 4384  2518  
UK206  0.25  0.55 
 30 62 26 19 5 19500  11200    
            

1.3780 2.8346 1.1417 0.7874 0.2244 5777  3417  
UK207  0.37  0.81 
 35 72 29 20 5.7 25700  15200    
            

1.1496 3.1496 1.2205 0.8268 0.2440 6654  4091  
UK208  0.48  1.06 
 40 80 31 21 6.2 29600  18200    
            

1.5748 3.3465 1.2205 0.8661 0.2520 7160  4676  
UK209  0.53  1.17 
 45 85 31 22 6.4 31850  20800    
            

1.9685 3.5433 1.2598 0.9055 0.2559 7890  5215  
UK210  0.59  1.30 
 50 90 32 23 6.5 35100  23200    
            

2.1654 3.9370 1.3780 1.0630 0.2756 9790  6564  
UK211  0.77  1.69 
 55 100 35 27 7 43550  29200    
            

2.3622 4.3307 1.4961 1.0630 0.2992 10745  7373  
UK212  1.03  2.26 
 60 110 38 27 7.6 47800  32800    
            

2.5591 4.7244 1.5748 1.1024 0.3346 12859  8992  
UK213  1.36  2.99 
 65 120 40 28 8.5 57200  40000    
            

2.9528 5.1181 1.7323 1.1811 0.3622 14837  11128  
UK215  1.67  3.67 
 75 130 44 30 9.2 66000  49500    
            

3.1496 5.5118 1.7717 1.2598 0.3740 16073  12184  
UK216  1.96  4.31 
 80 140 45 32 9.5 71500  54200    
            

3.3465 5.9055 1.8110 1.3386 0.4016 18703  14342  
UK217  2.42  5.32 
 85 150 46 34 10.2 83200  63800    
            

3.5433 6.2992 1.8504 1.4173 0.4409 21558  16073  UK218  3.00  6.60 
 90 160 47 36 11.2 95900  71500    
            

 
 



Pillow Block bearing and Housing 
Normal Duty 

 
 

UCP Set Screw Locking 
 
 Shaft Dia.          
    Dimensions (inch / mm)    Weight 

(inch / mm)           Bolt Bearing Housing   Unit No.              

 Size No. No. 
 d H H0 H1 L J A N N1 S B    kg lbs 

UCP201 12 mm            UC 201    
UCP201-8 1/2            201-8    
UCP202 15 mm            202    
UCP202-9 9/16 202-9 

1-5/16 2-9/16 9/16 5 3-3/4 1-1/2 1/2 3/4 0.4921 1.2204 3/8 P 204 0.66 1.45
UCP202-10 5/8 202-10    33.3 65 14 127 95 38 13 19 12.5 31 M10    UCP203 17 mm            203    

UCP203-11 11/16            203-11    
UCP204 20 mm            204    
UCP204-12 3/4            204-12    
                 

UCP205 25 mm            UC 205    
UCP205-14 7/8 1-7/16 2-25/32 19/32 5-1/2 4-1/8 1-1/2 1/2 3/4 0.5629 1.3425 3/8 205-14 

P 205 0.85 1.87
UCP205-15 15/16 36.5 71 15 140 105 38 13 19 14.3 34.1 M10 205-15    

UCP205-16 1            205-16    
                 

UCP206 30 mm            UC 206    
UCP206-17 1-1/16 206-17    

1-11/16 3-5/16 21/32 6-1/2 4-3/4 1-7/8 43/64 25/32 0.6259 1.5 1/2
UCP206-18 1-1/8 206-18 P 206 1.27 2.8042.9 84 17 165 121 48 17 20 15.9 38.1 M14    UCP206-19 1-3/16            206-19    

UCP206-20 1-1/4            206-20    
                 

UCP207 35 mm            UC 207    
UCP207-20 1-1/4 207-20    

1-7/8 3-21/32 45/64 6-9/16 5 1-7/8 43/64 25/32 0.6889 1.6890 1/2
UCP207-21 1-5/16 207-21 P 207 1.60 3.5047.6 93 18 167 127 48 17 20 17.5 42.9 M14    UCP207-22 1-3/8            207-22    

UCP207-23 1-7/16            207-23    
                 

UCP208 40 mm UC 208    
1-15/16 3-15/16 45/64 7-1/4 5-13/32 2-1/8 43/64 25/32 0.7480 1.9370 1/2

UCP208-24 1-1/2 208-24 P 208 1.90 4.1849.2 100 18 184 137 54 17 20 19 42.9 M14    UCP208-25 1-9/16            208-25    
                 

UCP209 45 mm            UC 209    
UCP209-26 1-5/8 2-1/8 4-11/64 25/32 7-15/32 5-3/4 2-1/8 43/64 25/32 0.7480 1.9370 1/2 209-26 

P 209 2.2 4.9
UCP209-27 1-11/16 54 106 20 190 146 54 17 20 19 42.9 M14 209-27    

UCP209-28 1-3/4            209-28    
                 

 
 



 

UCP Set Screw Locking 
  
 Shaft Dia.           
    Dimensions (inch / mm)     Weight 

(inch / mm)           Bolt Bearing Housing   Unit No.              

            Size No. No.   

 d H H0 H1 L J A N N1 S B    kg lbs 

UCP210 50 mm            UC 210    
UCP210-30 1-7/8 2-1/4 4-29/64 53/64 8-1/8 6-1/4 2-3/8 25/32 29/32 0.7480 2.0315 5/8 210-30

P 210 2.75 6.05
UCP210-31 1-15/16 57.2 113 21 206 159 60 20 23 19 51.6 M16 210-31    

UCP210-32 2            210-32    
                 

UCP211 55 mm            UC 211    
UCP211-32 2 2-1/2 4-49/64 29/32 8-5/8 6-47/64 2-3/8 25/32 29/32 0.8740 2.1890 5/8 211-32

P 211 3.46 7.61
UCP211-34 2-1/8 63.5 125 23 219 171 60 20 23 22.2 55.6 M16 211-34    

UCP211-35 2-3/16            211-35    
                 

UCP212 60 mm            UC 212    
UCP212-36 2-1/4 2-3/4 5-7/16 63/64 9-1/2 7-1/4 2-3/4 25/32 29/32 1.000 2.5630 5/8 212-36

P 212 5.00 11.00
UCP212-38 2-3/8 69.8 138 25 241 184 70 20 23 25.4 65.1 M16 212-38    

UCP212-39 2-7/16            212-39    
                 

UCP213 65 mm 3 5-29/32 1-1/16 10-7/16 8 2-3/4 63/64 1-3/32 1.000 2.5630 3/4 UC 213 
P 213 5.24 11.53

UCP213-40 2-1/2 76.2 150 27 265 203 70 25 28 25.4 65.1 M20 213-40    

                 
UCP214 70 mm UC 214    

3-1/8 6-9/64 1-1/16 10-15/32 8-17/64 2-27/32 63/64 1-3/32 1.1889 2.9370 3/4 
UCP214-43 2-11/16 214-43 P 214 6.41 14.1079.4 156 27 266 210 72 25 28 30.2 74.6 M20    UCP214-44 2-3/4            214-44    
                 

UCP215 75 mm UC 215    
3-1/4 6-3/8 1-3/32 10-53/64 8-35/64 2-29/32 63/64 1-3/32 1.3110 3.0630 3/4 

UCP215-47 2-15/16 215-47 P 215 7.40 16.0082.6 162 28 275 217 74 25 28 33.3 77.8 M20    UCP215-48 3            215-48    
                 

UCP216 80 mm 3-1/2 6-27/32 1-3/8 11-1/2 9-1/8 3-1/16 63/64 1-3/32 1.3110 3.2520 3/4 UC 216 
P 216 8.28 18.20

UCP216-50 3-1/8 88.9 174 30 292 232 78 25 28 33.3 82.6 M20 216-50    
                 

UCP217 85 mm UC 217    
3-3/4 7-9/32 1-1/4 12-13/64 9-23/32 3-17/64 63/64 1-3/32 1.3425 3.3740 3/4 

UCP217-52 3-1/4 217-52 P 217 10.03 22.0795.2 185 32 310 247 83 25 28 34.1 85.7 M20    UCP217-55 3-7/16            217-55    
                 

UCP218 90 mm 4 7-51/64 1-19/64 12-7/8 10-5/16 3-15/32 1-1/16 1-3/16 1.5629 3.7795 7/8 UC 218 
P 218 12.07 26.55

UCP218-56 3-1/2 101.6 198 33 327 262 88 27 30 39.7 96 M22 218-56    
                 



Pillow Block Bearing and housing 
Normal Duty 

 

HCP Eccentric Locking Collar  
  Shaft Dia.          
     Dimensions (inch / mm)    Weight (inch / mm)           Bolt Bearing Housing   Unit No.              

  Size No. No. 
  d H H0 H1 L J A N N1 S B1    kg lbs

HCP201-8 1/2            HC 201-8  0.46 1.01
 HCP202 15 mm            202  0.46 1.01
 HCP202-9 9/16            202-9  0.46 1.01
 HCP202-10 5/8 1-5/16 2-9/16 9/16 5 3-3/4 1-1/2 1/2 5/8 0.6732 1.720 3/8 202-10 0.47 1.03
 HCP203 17 mm 33.3 65 14 127 95 38 13 16 17.1 43.7 M10 203 P 204 0.48 1.06
 HCP203-11 11/16            203-11  0.49 1.08
 HCP204 20 mm            204  0.73 1.61
 HCP204-12 3/4            204-12  0.73 1.61
                  

H
C
PHCP205 25 mm            HC 205  0.83 1.83
 HCP205-14 7/8 1-7/16 2-25/32 19/32 5-1/2 4-1/8 1-1/2 33/64 3/4 0.6889 1.748 3/8 205-14 0.92 2.02
 HCP205-15 15/16 36.5 71 15 140 105 38 13 19 17.5 44.4 M10 205-15 P 205 0.90 1.98
 HCP205-16 1            205-16  0.88 1.94
                  

H
C
PHCP206 30 mm            HC 206  1.37 3.01
 HCP206-17 1-1/16 206-17  1.37 3.01
 1-11/16 3-5/16 5/8 6-5/16 4-3/4 1-3/4 9/16 3/4 0.7204 1.906 1/2
 HCP206-18 1-1/8 206-18 P 206 1.39 3.06
 42.9 83 16 160 121 44 14 19 18.3 48.4 M14  
 HCP206-19 1-3/16            206-19  1.37 3.01
 HCP206-HCP20 1-1/4            206-20  1.34 2.95
                  

H
C
PHCP207 35 mm            HC 207  1.70 3.74
 HCP207-HCP20 1-1/4 207-20  1.77 3.89
 1-7/8 3-21/32 23/32 6-9/16 5 1-7/8 21/32 25/32 0.7401 2.012 1/2
 HCP207-21 1-5/16 207-21 P 207 1.73 3.81
 47.6 93 18 167 127 48 17 20 18.8 51.1 M14  
 HCP207-22 1-3/8            207-22  1.70 3.74
 HCP207-23 1-7/16            207-23  1.67 3.67
                  

H
C
PHCP208 40 mm HC 208  2.04 4.49
 1-15/16 3-15/16 23/32 7-1/4 5-13/32 2-1/8 21/32 25/32 0.8425 2.217 1/2
 HCP208-24 1-1/2 208-24 P 208 2.09 4.60
 49.2 100 18 184 137 54 17 20 21.4 56.3 M14  
 HCP208-25 1-9/16            208-25  2.05 4.51
                  

 
 



 

HCP Eccentric Locking Collar  
 Shaft Dia.           
    Dimensions (inch / mm)     Weight 

Unit No. (inch / mm)           Bolt Bearing Housing   
            Size No. No.   

 d H H0 H1 L J A N N1 S B1    kg lbs
HCP209 45 mm            HC 209  2.31 5.08
HCP209-26 1-5/8 2-1/8 4-3/16 25/32 7-15/32 5 3/4 2-1/8 21/32 25/32 0.8425 2.217 1/2 209-26 2.42 5.32

P 209
HCP209-27 1-11/16 54 106 20 190 146 54 17 20 21.4 56.3 M14 209-27  2.37 5.21
HCP209-28 1-3/4            209-28  2.33 5.13

                 

HCP210 50 mm HC 210  2.85 6.27
2-1/4 4-29/64 53/64 8-1/8 6-1/4 2-3/8 25/32 29/32 0.9685 2.469 5/8 

HCP210-30 1-7/8 210-30 P 210 2.94 6.47
57.2 113 21 206 159 60 20 23 24.6 62.7 M16  HCP210-31 1-15/16            210-31  2.88 6.34

                 

HCP211 55 mm            HC 211  3.52 7.74
HCP211-32 2 2-1/2 4-59/64 29/32 8-5/8 6-47/64 2-3/8 25/32 29/32 1.0944 2.811 5/8 211-32 3.72 8.18

P 211
HCP211-34 2-1/8 63.5 125 23 219 171 60 20 23 27.8 71.4 M16 211-34  3.57 7.85
HCP211-35 2-3/16            211-35  3.49 7.68

                 

HCP212 60 mm            HC 212  5.24 11.53
HCP212-36 2-1/4 2-3/4 5-7/16 63/64 9-1/2 7-1/4 2-3/4 25/32 29/32 1.2204 3.063 5/8 212-36 5.40 11.88

P 212
HCP212-38 2-3/8 69.8 138 25 241 184 70 20 23 31 77.8 M16 212-38  5.26 11.57
HCP212-39 2-7/16            212-39  5.13 11.29

                 

HCP213 65 mm 3 5-29/32 1-1/16 10-7/16 8 2-3/4 63/64 1-3/32 1.3425 3.374 3/4 HC 213 5.71 12.56
P 213

HCP213-40 2-1/2 76.2 150 27 265 203 70 25 28 34.1 85.7 M20 213-40  5.81 12.78
                 

HCP214 70 mm HC 214  6.70 14.74
3-1/8 6-9/64 1-1/16 10-15/32 8-17/64 2-27/32 63/64 1-3/32 1.3425 3.374 3/4 

HCP214-43 2-11/16 214-43 P 214 6.94 15.27
79.4 156 27 266 210 72 25 28 34.1 85.7 M20  HCP214-44 2-3/4            214-44  6.83 15.03

                 

HCP215 75 mm HC 215  7.79 17.14
3-1/4 6-3/8 1-3/32 10-53/64 8-35/64 2-29/32 63/64 1-3/32 1.4685 3.626 3/4 

HCP215-47 2-15/16 215-47 P 215 7.96 17.51
82.6 162 28 275 217 74 25 28 37.3 92.1 M20  HCP215-48 3            215-48  7.83 17.23

                 

HCP216 80 mm 3-1/2 6-27/32 1-3/16 11-1/2 9-1/8 3-5/64 63/64 1-3/16 1.4685 3.748 3/4 HC 216 
P 216 8.30 18.26

HCP216-50 3-1/8 88.9 174 30 292 232 78 25 30 37.3 95.2 M20 215-50    
                 

HCP217 85 mm 3-3/4 7-5/16 1-1/4 12-13/64 9-23/32 3-17/64 63/64 1-3/16 0.9212 2.882 3/4 HC 217  
P 217 10.17  HCP217-52 3-1/4 95.2 186 32 310 247 83 25 30 23.4 73.2 M20 217-52    

                 

HCP218 90 mm 4 7-25/32 1-19/64 12-53/64 10-5/16 3-29/64 1-1/16 1 3/16 0.9646 2.854 11/16 HC 218  
P 218 12.28  HCP218-56 3-1/2 101.6 198 33 326 262 88 27 30 24.5 72.5 M22 218-56    

                 



Pillow Block Bearing and Housing 
Normal Duty 

 

UCPE Set Screw Locking  
 Shaft Dia.             
     Dimensions (inch / mm)     Weight 
Unit No. (inch / mm)           Bolt Bearing Housing   
             Size No. No.   

 d H H0 H1 L J A N N1 S B     kg lbs
UCPE201-8 1/2            UC 201-8     
UCPE202 15 mm             202     
UCPE202-9 9/16             202-9     
UCPE202-10 5/8 1-5/16 2-9/16 19/32 5 3-3/4 1-1/2  1/2 5/8 0.500 1.2205 3/8 202-10 

 PE 204 0.8 1.76UCPE203 17 mm 33.3 65 15 127 95 38  13 16 12.7 31 M10 203     

UCPE203-11 11/16             203-11     
UCPE204 20 mm             204     
UCPE204-12 3/4             204-12     
UCPE205 25 mm            UC 205     
UCPE205-14 7/8 1-7/16 2-3/4 5/8 5-1/2 4-1/8 1-1/2  1/2 5/8 0.5629 1.339 3/8 205-14 

 PE 205 1 2.2UCPE205-15 15/16 36.5 70 16 140 105 38  13 16 14.3 34 M10 205-15     

UCPE205-16 1             205-16     
                   

UCPE206 30 mm            UC 206     
UCPE206-17 1-1/16 206-17 1-11/16 3-9/32 23/32 6-1/2 4-49/64 1-7/8  21/32 13/16 0.6259 1.5 1/2 UCPE206-18 1-1/8  206-18 PE 206 1.6 3.542.9 83 18 165 121 48  17 21 15.9 38.1 M14     UCPE206-19 1-3/16             206-19     

UCPE206-20 1-1/4             206-20     
                   

UCPE207 35 mm            UC 207     
UCPE207-20 1-1/4 207-20 1-7/8 3-11/16 3/4 6-9/16 5 1-7/8  21/32 13/16 0.6889 1.689 1/2 UCPE207-21 1-5/16  207-21 PE 207 2.1 4.647.6 94 19 167 127 48  17 21 17.5 42.9 M14     UCPE207-22 1-3/8             207-22     

UCPE207-23 1-7/16             207-23     
                   

UCPE208 40 mm UC 208     1-15/16 3-15/16 3/4 7-1/4 5-25/64 2-1/8
 

21/32 31/32 0.7480 1.937 1/2 
UCPE208-24 1-1/2  208-24 PE 208 2.6 5.749.2 100 19 184 137 54  17 25 19 49.2 M14     UCPE208-25 1-9/16             208-25     
                   

UCPE209 45 mm            UC 209     
UCPE209-26 1-5/8 2-1/8 4-1/4 25/32 7-15/32 5-3/4 2-1/8  21/32 31/32 0.7480 1.937 1/2 209-26 

 PE 209 3 6.6UCPE209-27 1-11/16 54 108 20 190 146 54  17 25 19 49.2 M14 209-27     

UCPE209-28 1-3/4             209-28     
                   

UCPE210 50 mm            UC 210     
UCPE210-30 1-7/8 2-1/4 4-1/2 7/8 8-1/8 6-1/4 2-3/8  25/32 31/32 0.7480 2.0315 5/8 210-30 

 PE 210 3.6 7.9UCPE210-31 1-15/16 57.2 114 22 206 159 60  20 23 19 51.6 M16 210-31     

UCPE210-32 2             210-32     
                   

UCPE211 55 mm            UC 211     
UCPE211-32 2 2-1/2 4-31/32 7/8 8-5/8 6-23/32 2-3/8  25/32 31/32 0.8740 2.1890 5/8 211-32 

 PE 211 4.4 9.7UCPE211-34 2-1/8 63.5 126 22 219 171 60  20 23 22.2 55.6 M16 211-34     

UCPE211-35 2-3/16             211-35     
                   

UCPE212 60 mm             UC 212     
UCPE212-36 2-1/4 2-3/4 5-7/16 31/32 9-1/2 7-1/4 2-3/4  25/32 31/32 1.000 2.5630 5/8 212-36 

 PE 212 6.2 13.6UCPE212-38 2-3/8 69.8 138 25 241 184 70  20 25 25.4 65.1 M16 212-38     

UCPE212-39 2-7/16             212-39     

UCPE213 65 mm 3 5-29/32 1-1/16 10-7/16 8 2-3/4 31/32 1-3/16 1.000 2.5630 3/4 UC 213 
 PE 213 7 15.4

UCPE213-40 2-1/2 76.2 150 27 265 203 70  25 29 25.4 65.1 M20 213-40     
                   

UCPE214 70 mm UC 214     3-1/8 6-3/16 1-1/16 10-15/32 8-9/32 2-27/32
 

31/32 1-1/4 1.1889 2.9370 3/4 
UCPE214-43 2-11/16  214-43 PE 214 7.6 16.779.4 156 27 266 210 72  25 31 30.2 74.6 M20     UCPE214-44 2-3/4             214-44     
                   

UCPE215 75 mm UC 215     3-1/4 6-13/32 1-3/32 10-13/16 8-17/32 2-29/32
 

31/32 1-1/4 1.3110 3.0630 3/4 
UCPE215-47 2-15/16  215-47 PE 215 8.5 18.782.6 162 28 275 217 74  25 31 33.3 77.8 M20     UCPE215-48 3             215-48     



Pillow Block Bearing and housing 
Normal Duty 

 

 
UKP+H Adapter Sleeve Locking  
 Shaft Dia.           
    Dimensions (inch / mm)     Mass 

Unit No. (inch / mm)           Bolt Bearing Adaptor Housing   
             No. No. No.   

 d H H0 H1 L J A N N1 S2 B Size    kg lbs 

UKP205 + H 2305 20 mm 1-7/16 2-25/32 19/32 5-1/2 4-1/8 1-1/2 1/2 3/4 0.7283 1-3/88 3/8 H  2305
+ HE2305 3/4 36.5 71 15 140 105 38 13 19 19.5 35 M 10 UK 205 HE 2305 P 205 0.86 1.89

                  

UKP206 + H 2306 25 mm             H  2306    
+ HA2300 7/8 1-11/16 3-5/16 43/64 6-1/2 4-3/4 1-7/8 43/64 25/32 0.8071 1-31/64 1/2 HA 2300
+ HE2306 15/16 42.9 84 17 165 121 48 17 20 20.5 38 M 14 UK 206 HE 2306 P 206 1.28 2.82
+ HS2306 1             HS 2306    

                  

UKP207 + H2307 30 mm 1-7/8 3-21/32 45/64 6-9/16 5 1-7/8 43/64 25/32 0.8858 1-11/16 1/2 H  2307
+ HS2307 1-1/8 47.6 93 18 167 127 48 17 20 22.5 43 M 14 UK 207 HS 2307 P 207 1-7/8 4.11

                  

UKP208 + H 2308 35 mm  H  2308    
1-15/16 3-15/16 45/64 7-1/4 5-13/32 2-1/8 43/64 25/32 0.9646 1-13/16 1/2 

+ HE2308 1-1/4 49.2 100 18 184 137 54 17 20 24.5 46 M 14 UK 208 HE 2308 P 208 1.99 4.38
+ HS2308 1-3/8             HS 2308    

UKP209 + H 2309 40 mm             H  2309    
+ HA2309 1-7/16 2-1/8 4-11/64 25/32 7-15/32 5-3/4 2-1/8 43/64 25/32 1.0236 1-31/32 1/2 HA 2309
+ HE2309 1-1/2 54 106 20 190 146 54 17 20 26 50 M 14 UK 209 HE 2309 P 209 1.29 2.84
+ HS2309 1-5/8             HS 2309    

                  

UKP210 + H2310 45 mm             H  2310    
+ HA2310 1-5/8 2-1/4 4-29/64 53/64 8-1/8 6-1/4 2-3/8 25/32 29/32 1.0827 2-11/64 5/8 HA 2310
+ HE2310 1-11/16 57.2 113 21 206 159 60 20 23 27.5 55 M 16 UK 210 HE 2310 P 210 2.83 6.23
+ HS2310 1-3/4             HS 2310    

                  

UKP211 + H2311 50 mm             H  2311    
+ HA2311 1-7/8 2-1/2 4-59/64 29/32 8-5/8 6-47/64 2-3/8 25/32 29/32 1.1220 2-21/64 5/8 HA 2311
+ HE2311 1-15/16 63.5 125 23 219 171 60 20 23 28.5 59 M 16 UK 211 HE 2311 P 211 3.46 7.61
+ HS2311 2             HS 2311    

                  

UKP212 + H2312 55 mm 2-3/4 5-7/16 63/64 9-1/2 7-1/4 2-3/4 25/32 29/32 1.2205 2-7/16 5/8 H  2312
+ HS2312 2-1/8 69.8 138 25 241 184 70 20 23 31 62 M 16 UK 212 HS 2312 P 212 4.95 10.89

                  

UKP213 + H 2313 60 mm             H  2313    
+ HA2313 2-3/16 3 5-29/32 1-1/16 10-7/16 8 2-3/4 63/64 1-3/32 1.2598 2-9/16 3/4 HA 2313
+ HE2313 2-1/4 76.2 150 27 265 203 70 25 28 32 65 M 20 UK 213 HE 2313 P 213 5.06 11.13
+ HS2313 2-3/8             HS 2313    

                  

UKP215 + H2315 65 mm  H  2315    
3-1/4 6-3/8 1-3/32 10-53/64 8-35/64 2-29/32 63/64 1-3/32 1.3976 2-7/8 3/4 

+ HA2315 2-7/16 82.6 162 28 275 217 74 25 28 35.5 73 M 20 UK 215 HA 2315 P 215 7.27 15.99
+ HE2315 2-1/2             HE 2315    

UKP216 + H2316 70 mm  H  2316    
3-1/2 6-27/32 1-3/16 11-1/2 9-1/8 3-1/16 63/64 1-3/32 1.5354 3-5/64 3/4 

+ HA2316 2-11/16 88.9 174 30 292 232 78 25 28 39 78 M 20 UK 216 HA 2316 P 216 8.36 18.39
+ HE 2316 2-3/4             HE 2316    

UKP217 + H 2317 75 mm  H  2317    
3-3/4 7-9/32 1-1/4 12-13/64 9-23/32 3-17/64 63/64 1-3/32 1.5748 3-15/64 3/4 

+ HA2317 2-15/16 95.2 185 32 310 247 83 25 28 40 82 M 20 UK 217 HA 2317 P 217 10.23 22.51
+ HE2317 3             HE 2317    

                  

7/8 
UKP218 + H 2318 80 mm 4 7-51/64 1-19/64 12-7/8 10-5/16 3-15/32 1-1/16 1-3/16 1.6535 3-25/64 M 22 UK 218 H  2318 P 218 12.34 27.15

                  

 



Pillow Block Bearing and housing 
Medium Duty 

 
 

UCPX Set Screw Locking  
 Shaft Dia.              

(inch /    Dimensions (inch / mm)     Bolt Bearing Housing Weight 
Unit No.             

 mm)           Size No. No.   

 d H H0 H1 L J A N N1 S B     kg lbs 

UCPX05 25 mm            UCX 05    
UCPX05-14 7/8 1-3/4 3-11/32 23/32 6-1/4 4-11/16 2 43/64 25/32 0.6259 1.500 1/2  05-14 
UCPX05-15 15/16 44.4 85 18 159 119 51 17 20 15.9 38.1 M14  05-15 PX 05 1.50 3.30
UCPX05-16 1             05-16    

                  

UCPX06 30 mm            UCX 06    
UCPX06-18 1-1/8 1-7/8 3-21/32 25/32 6-7/8 5 2-1/4 43/64 25/32 0.6889 1.6889 1/2  06-18 
UCPX06-19 1-3/16 47.6 93 20 175 127 57 17 20 17.5 42.9 M14  06-19 PX 06 2.00 4.40
UCPX06-20 1-1/4             06-20    

                  

UCPX07 35 mm            UCX 07    
UCPX07-21 1-5/16 2-1/8 4-1/8 13/16 8 5-21/32 2-1/4 43/64 25/32 0.7480 1.6889 1/2  07-21 
UCPX07-22 1-3/8 54 105 21 203 144 57 17 20 19 49.2 M14  07-22 PX 07 2.60 5.72
UCPX07-23 1-7/16             07-23    

                  

UCPX08 40 mm UCX 08    2-5/16 4-3/8 1-1/32 8-3/4 6-5/32 2-5/8 25/32 29/32 0.7480 1.6889 5/8  UCPX08-24 1-1/2  08-24 PX 08 3.30 7.2658.7 111 26 222 156 67 20 23 19 49.2 M16     UCPX08-25 1-9/16             08-25    

                  

UCPX09 45 mm            UCX 09    
UCPX09-26 1-5/8 2-5/16 4-9/16 1-1/32 8-3/4 6-5/32 2-5/8 25/32 29/32 0.7480 2.0979 5/8  09-26 
UCPX09-27 1-11/16 58.7 116 26 222 156 67 20 23 19 51.6 M16  09-27 PX 09 3.30 7.26
UCPX09-28 1-3/4             09-28    

                  

UCPX10 50 mm            UCX 10    
UCPX10-30 1-7/8 2-1/2 4-31/32 1-1/16 9-1/2 6-47/64 2-7/8 25/32 29/32 0.8740 2.1889 5/8  10-30 
UCPX10-31 1-15/16 63.5 126 27 241 171 73 20 23 22.2 55.6 M16  10-31 PX 10 4.30 9.46
UCPX10-32 2             10-32    

                  

UCPX11               55 mm UCX 11    UCPX11-35 2-3/4 5-13/32 1-3/16 10-1/4 7-1/4 3-1/8 31/32 1-3/32 1.000 2.5629 3/4  2-3/16  11-35 PX 11 5.70 12.54UCPX11-36 69.8 137 30 260 184 79 25 28 25.4 65.1 M20     
 2-1/4             11-36    

                  



 
 

UCPX Set Screw Locking 
 
 Shaft Dia.       

   Dimensions (inch / mm)    Bolt Bearing Housing Weight 
Unit No. (inch / mm)           Size No. No.   

 d H H0 H1 L J A N N1 S B    kg lbs 

UCPX12 60 mm UCX 12    
3 5-15/16 1-5/16 11-1/4 8 3-9/32 31/32 1-3/32 1.000 2.5629 3/4 

UCPX12-38 2-3/8 12-38 PX 12 7.30 16.0676.2 151 33 286 203 83 25 28 25.4 65.1 M20    UCPX12-39 2-7/16            12-39    

                 

UCPX13 65 mm 3 6-1/16 1-5/16 11-1/4 8 3-9/32 31/32 1-3/32 1.1889 2.9370 3/4 UCX 13 
UCPX13-40 2-1/2 76.2 154 33 286 203 83 25 28 30.2 74.6 M20 13-40 PX 13 7.60 16.72

                 

UCPX14 70 mm 3-1/2 6-11/16 1-3/8 13 9-1/32 3-1/2 1-1/16 1-3/16 1.3110 3.0629 7/8 UCX 14 
UCPX14-44 2-3/4 88.9 170 35 330 229 89 27 30 33.3 77.8 M22 14-44 PX 14 9.90 21.78

                 

UCPX15 75 mm UCX 15    
3-1/2 6-7/8 1-3/8 13 9-1/32 3-1/2 1-1/16 1-3/16 1.3110 3.2519 7/8 

UCPX15-47 2-15/16 15-47 PX 15 11.00 24.2088.9 175 35 330 229 89 27 30 33.3 82.6 M22    UCPX15-48 3            15-48    

                 

UCPX16 80 mm 4 7-5/8 1-9/16 15 11-5/32 4-1/32 1-1/16 1-3/16 1.3425 3.3740 3/4 UCX 16 
UCPX16-50 3-1/8 101.6 194 40 381 283 102 27 30 34.1 85.7 M22 16-50 PX 16 15.00 33.00

                 

UCPX17 85 mm UCX 17    
4 7-7/8 1-9/16 15 11-5/32 4-1/32 1-1/16 1-3/16 1.5236 3.7795 7/8 

UCPX17-52 3-1/4 17-52 PX 17 16.00 35.20101.6 200 40 381 283 102 27 30 38.7 96 M22    UCPX17-55 3-7/16            17-55    

                 

UCPX18 90 mm 4 8-7/64 1-37/64 15 11-5/32 4-3/8 1-1/16 1-3/16 1.6889 4.0944 7/8 UCX 18 
UCPX18-56 3-1/2 101.6 206 40 381 283 111 27 30 42.9 104 M22 18-56 PX 18 17.00 37.40

                 

UCPX20 100 mm UCX 20    
5 9-39/64 1-25/32 17 13-9/32 4-3/4 1-5/16 1-27/64 1.9370 4.6259 1 

UCPX20-63 3-15/16 20-63 PX 20 30.00 66.00127 244 45 432 337 121 33 36 49.2 117.5 M27    UCPX20-64 4            20-64    

                 
 



Pillow Block Bearing and housing 
Light Duty 

 

SALP-G Eccentric Locking Collar 
SBLP-G Set Screw Locking  
 Shaft Dia.             

(inch /   Dimensions (inch / mm)   SALP -G SBLP - G  Bearing  Mass Unit No.                

SALP-G mm)             Bolt No. Housing   
             Size SA-G   SBLP-G               No.   

  SB-G  

 d H H0 H1 L J A N N1 S B1 S B    kg lbs

201G 12 mm              201G    
201-8G 1/2              201-8G    
202G 15 mm 1-3/16 2-1/4 15/32 4-1/2 3-7/16 32/32 7/16 5/8 0.7702 1.1259 0.2362 0.8661 3/8 202G 

LP 203 0.6 1.32202-10G 5/8 30.2 57 12 114 87 25 11 16 6.5 28.6 6 22 M10 202-10G    

203G 17 mm              203G    
203-11G 11/16              203-11G    
                   

204G 20 mm 1-5/16 2-1/2 9/16 4-29/32 3-13/16 1-1/16 29/64 5/8 0.2952 1.2165 0.2755 0.9842 3/8 204G 
LP 204 0.7 1.43

204-12G 3/4 33.3 63.8 14 125 97 27 11.5 16 7.5 30.9 7 25 M10 204-12G    

                   

205G 25 mm              205G    
205-14G 7/8 1-7/16 2-47/64 19/32 5-1/8 3-15/16 1-5/32 29/64 5/8 0.2952 1.2165 0.2952 1.0629 3/8 205-14G 

LP 205 0.7 1.43205-15G 15/16 36.5 69.5 15 130 100 29 11.5 16 7.5 30.9 7.5 27 M10 205-15G    

205-16G 1              205-16G    
                   

206G 30 mm              206G    
206-18G 1-1/8 1-11/16 3-5/16 5/8 6-9/64 4-3/4 1-19/64 35/64 13/16 0.3543 1.4055 0.3149 1.1811 1/2 206-18G 

LP 206 1.2 2.5206-19G 1-3/16 42.9 84 16 156 121 33 14 21 9 35.7 8 30 M14 206-19G    

206-20G 1-1/4              206-20G    
                   

207G 35 mm              207G    
207-20G 1-1/4 207-20G    

1-7/8 3-21/32 5/8 6-1/2 5 1-3/8 35/64 13/16 0.3740 1.5314 0.3346 1.2598 1/2 
207-21G 1-5/16 47.6 93 16 165 127 35 14 21 9.5 38.9 8.5 32 M14 207-21G LP 207 1.6 3.5
207-22G 1-3/8              207-22G    
207-23G 1-7/16              207-23G    
                   

208G 40 mm 208G    
2 4-1/64 45/64 7-1/4 5-1/2 1-29/64 35/64 7/8 0.3740 1.5944 0.3543 1.3385 1/2 

208-24G 1-1/2 50.8 102 18 184 140 37 14 22 9.5 40.5 9 34 M14 208-24G LP 208 1.9 4.2
208-25G 1-9/16              208-25G    
                   



Pillow Block Bearing and housing 
Normal Duty 

  

UCPA Taped Base                         
                                  

  Shaft Dia.         
Bol
t           

       Dimensions (inch / mm)          Weight 

 (inch / mm)              

Siz
e     Bearing Housing   

 Unit No.                            
                           No. No.   

   d H H0 L J A B S F M           kg lbs

 UCPA204  20 mm 1-3/16 2-7/16 3  2-3/64 1-9/16 1.2204 0.500 7/16   UC 204 0.56 1.25
  M 10 x 1.5 PA 204
 UCPA204-12 3/4 30.2 62 76  52 40 31 12.7 11       204-12  0.56 1.25
                                 

 UCPA205  25 mm                  UC 205  0.83 1.83
 UCPA205-14 7/8 1-7/16 2-53/64 3-5/16 2-13/64 1-1/2 1.3425 0.5629 15/32 205-14 0.86 1.89
  M 10 x 1.5 PA 205
 UCPA205-15 15/16 36.5 72 84  56 38 34.1 14.3 12       205-15  0.84 1.85
 UCPA205-16 1                205-16  0.83 1.83
                                  

 UCPA206  30 mm                  UC 206  1.12 2.46
 UCPA206-18 1-1/8 1-11/16 3-5/16 3-45/64 2-19/32 1-31/32 1.5 0.6259 15/32 206-18 1.14 2.51
  M 14 x 2 PA 206
 UCPA206-19 1-3/16 42.9 84 94  66 50 38.1 15.9 12       206-19  1.12 2.46
 UCPA206-20 1-1/4                206-20  1.11 2.44
                                  

 UCPA207  35 mm                  UC 207  1.48 3.26
 UCPA207-20 1-1/4    207-20  1.48 3.26
 1-7/8 3-47/64 4-21/64 3-5/32 2-11/64 1.6889 0.6889 33/64
 UCPA207-21 1-5/16  M 14 x 2 207-21 PA 207 1.54 3.39
 47.6 95 110  80 55 42.9 17.5 13        
 UCPA207-22 1-3/8                   207-22  1.48 3.26
 UCPA207-23 1-7/16                207-23  1.45 3.19
                                  

 UCPA208  40 mm      UC 208  1.89 4.16
 1-15/16 3-15/16 4-9/16 3-5/16 2-9/32 1.9370 0.7480 33/64
 UCPA208-24 1-1/2  M 14 x 2 208-24 PA 208 1.93 4.25
 42.9 100 116  84 58 49.2 19 13        
 UCPA208-25 1-9/16                   208-25  1.90 4.18
                                  

 UCPA209  45 mm                  UC 209  1.98 4.36
 UCPA209-26 1-5/8 2-9/64 4-1/4 4-23/32 3-35/64 2-23/64 1.9370 0.7480 33/64 209-26 2.08 4.58
  M 14 x 2 PA 209
 UCPA209-27 1-11/16 54.2 108 120  90 60 49.2 19 13       209-27  2.04 4.49
 UCPA209-28 1-3/4                209-28  2.00 4.40
                                  

 UCPA210  50 mm                  UC 210  2.16 4.75
 UCPA210-30 1-7/8 2-1/4 4-9/16 5-1/8 3-45/64 2-33/64 2.0314 0.7480 35/64 210-30 2.23 4.91
  M 16 x 2 PA 210
 UCPA210-31 1-15/16 57.2 116 130  94 64 51.6 19 14       210-31  2.16 4.75
 UCPA210-32 2                210-32  2.14 4.71
                                  

 UCPA211  55 mm                  UC 211  3.26 7.17
 UCPA211-32 2 2-1/2 4-59/64 5-33/64 4-3/32 2-19/32 2.1889 0.8740 35/64 211-32 3.41 7.50
  M 16 x 2 PA 211
 UCPA211-34 2-1/8 63.5 125 140  104 66 55.6 22.2 14       211-34  3.30 7.26
 UCPA211-35 2-3/16                211-35  3.24 7.13
                                  

 UCPA212  60 mm                  UC 212  4.19 9.22
 UCPA212-36 2-1/4 2-3/4 5-7/16 5-29/32 4-31/64 2-43/64 2.5629 1.000 19/32 212-36 4.32 9.50
  M 16 x 2 PA 212
 UCPA212-38 2-3/8 69.9 138 150  114 68 65.1 25.4 15       212-38  4.17 9.17
 UCPA212-39 2-7/16                212-39  4.10 9.02
                                  



Pillow Block Bearing and housing 
Normal Duty 

 
 

UCTB Taped Base  
 Shaft Dia.        
   Dimensions (inch / mm)    Bolt Weight 

(inch / mm)         Bearing Housing   Unit No.          Size   

 No. No. 
 d H H0 L J A B S F M   kg lbs

UCTB204 20 mm 1-5/16 2-33/64 2-9/16 2 1-17/64 1.2204 0.500 37/64 3/8-16 UC 204 0.46 1.01
UCTB204-12 3/4 33.3 64 65 50.8 32 31 12.7 14.5 UNC 204-12 TB 204 0.46 1.01

               

UCTB205 25 mm          UC 205  0.67 1.47
UCTB205-14 7/8 1-7/16 2-3/4 2-3/4 2 1-27/64 1.3425 0.5629 33/64 3/8-16 205-14 0.70 1.54
UCTB205-15 15/16 36.5 70 70 50.8 36 34.1 14.3 13 UNC 205-15 TB 205 0.68 1.50
UCTB205-16 1          205-16  0.67 1.47

               

UCTB206 30 mm          UC 206  1.12 2.46
UCTB206-18 1-1/8 1-11/16 3-15/64 3-55/64 3 1-37/64 1.5 0.6259 5/8 7/16-14 206-18 1.14 2.51
UCTB206-19 1-3/16 42.9 82 98 76.2 40 38.1 15.9 16 UNC 206-19 TB 206 1.12 2.46
UCTB206-20 1-1/4          206-20  1.11 2.44

               

UCTB207 35 mm          UC 207  1.38 3.04
UCTB207-20 1-1/4 207-20  1.44 3.17

1-7/8 3-21/32 4-1/16 3-1/4 1-49/64 1.6889 0.6889 3/4 1/2-13
UCTB207-21 1-5/16 207-21 TB 207 1.41 3.1047.6 93 103 82.6 45 42.9 17.5 19 UNC  UCTB207-22 1-3/8          207-22  1.38 3.04
UCTB207-23 1-7/16          207-23  1.35 2.97

               

UCTB208 40 mm UC 208  1.86 4.091-15/16 3-57/64 4-9/16 3-1/2 1-57/64 1.6889 0.7480 3/4 1/2-13
UCTB208-24 1-1/2 208-24 TB 208 1.90 4.1849.2 99 116 88.9 48 49.2 19 19 UNC  UCTB208-25 1-9/16          208-25  1.87 4.11

               

UCTB209 45 mm          UC 209  1.92 4.22
UCTB209-26 1-5/8 2-1/8 4-7/32 4-23/32 3-3/4 1-57/64 1.6889 0.7480 3/4 1/2-13 209-26 2.02 4.44
UCTB209-27 1-11/16 53.9 107 120 95.3 48 49.2 19 19 UNC 209-27 TB 209 1.98 4.36
UCTB209-28 1-3/4          209-28  1.94 4.27

               

UCTB210 50 mm          UC 210  2.24 4.93
UCTB210-30 1-7/8 2-1/4 4-17/32 5-5/16 4 2-1/8 2.0314 0.7480 55/64 5/8-11 210-30 2.31 5.08
UCTB210-31 1-15/16 57.2 115 135 101.6 54 51.6 19 22 UNC 210-31 TB 210 2.26 4.97
UCTB210-32 2          210-32  2.22 4.88

               

 



Pillow Block Bearing and housing 
Four-Bolt Holes Flange Unit 
Normal Duty 

 

 
UCF Set Screw Locking  
 Shaft Dia.      

  Dimensions (inch / mm)    Weight (inch / mm)          Bolt Bearing Housing   

Unit No.          Size No. No.   

 d L J A A1 A2 N E S    kg lbs 

UCF201 12 mm          UC 201    
UCF201-8 1/2          201-8    
UCF202 15 mm 3-3/8 2-33/64 1 15/32 19/32 15/32 1-5/16 0.500 3/8 202 

 F 204 0.7 1.5 
UCF202-10 5/8 86 64 25.4 12 15  12 33.3 12.7 M10 202-10    

UCF203 17 mm          203    
UCF203-11 11/16          203-11    
                

UCF204 20 mm 3-3/8 2-33/64 1 15/32 19/32 15/32 1-5/16 0.500 3/8 UC 204 
 F 204 0.6 1.3 

UCF204-12 3/4 86 64 25.4 12 15  12 33.3 12.7 M10 204-12    
                

UCF205 25 mm          UC 205    
UCF205-14 7/8 3-3/4 2-3/4 1-1/16 35/64 5/8 15/32 1-13/32 0.5629 3/8 205-14 

 F 205 0.8 1.8 
UCF205-15 15/16 95 70 27 14 16  12 35.8 14.3 M10 205-15    

UCF205-16 1          205-16    
                

UCF206 30 mm          UC 206    
UCF206-18 1-1/8 4-1/4 3-1/4 1-7/32 35/64 45/64 15/32 1-37/64 0.6259 3/8 206-18 

 F 206 1.0 2.2 
UCF206-19 1-3/16 108 82.6 31 14 18  12 40.2 15.9 M10 206-19    

UCF206-UCF20 1-1/4          206-20    
                

UCF207 35 mm          UC 207    
UCF207-UCF20 1-1/4 207-20    

4-39/64 3-5/8 1-11/32 5/8 3/4  35/64 1-3/4 0.6889 7/16 
UCF207-21 1-5/16  207-21 F 207 1.4 3.1 117 92 34 16 19  14 44.4 17.5 M12    UCF207-22 1-3/8           207-22    

UCF207-23 1-7/16          207-23    
                

UCF208 40 mm UC 208    
5-1/8 4-1/64 1-13/32 5/8 53/64  5/8 2-1/64 0.7480 1/2 

UCF208-24 1-1/2  208-24 F 208 1.8 4.0 130 102 36 16 21  16 51.2 19 M14    UCF208-25 1-9/16           208-25    
               

UCF209 45 mm          UC 209    
UCF209-26 1-5/8 5-13/32 4-9/64 1-1/2 23/32 55/64 5/8 2-1/16 0.7480 1/2 209-26 

 F 209 2.2 4.9 UCF209-27 1-11/16 137 105 38 18 22  16 52.2 19 M14 209-27    

UCF209-28 1-3/4          209-28    
                

 
 
 
 
 
 
 
 
 
 
 
 



 

 
UCF Set Screw Locking  
  Shaft Dia.      

  Dimensions (inch / mm)    Bolt Bearing Housing Weight 
Unit No. (inch / mm)            
            Size No. No.   

  d L J A A1 A2 N E S    kg lbs 
U
C
FUCF210 50 mm          UC 210    
 UCF210-30 1-7/8 5-5/8 4-3/8 1-9/16 23/32 55/64 5/8 2-5/32 0.7480 1/2 210-30 
  F 210 2.4 5.3
 UCF210-31 1-15/16 143 111 40 18 22  16 54.6 19 M14 210-31    

 UCF210-32 2          210-32    
                 

 UCF211 55 mm          UC 211    
 UCF211-32 2 6-3/8 5-1/8 1-11/16 25/32 63/64 3/4 2-19/64 0.8740 5/8 211-32 
  F 211 3.6 7.9
 UCF211-34 2-1/8 162 130 43 20 25  19 58.4 22.2 M16 211-34    

 UCF211-35 2-3/16          211-35    
                 

 UCF212 60 mm          UC 212    
 UCF212-36 2-1/4 6-57/64 5-5/8 1-57/64 25/32 1-9/64 3/4 2-45/64 1.000 5/8 212-36 
  F 212 4.4 9.7
 UCF212-38 2-3/8 175 143 48 20 29  19 68.7 25.4 M16 212-38    

 UCF212-39 2-7/16          212-39    
                 

 UCF213 65 mm 7-23/64 5-55/64 1-31/32 55/64 1-3/16 3/4 2-3/4 1.000 5/8 UC 213 
  F 213 5.5 12
 UCF213-40 2-1/2 187 149 50 22 30  19 69.7 25.4 M16 213-40    
                 

 UCF214 70 UC 214    
 7-19/32 5-63/64 2-1/8 55/64 1-7/32  3/4 2-31/32 1.1889 5/8
 UCF214-43 2-11/16  214-43 F 214 6.1 13
 193 152 54 22 31  19 75.4 30.2 M16    
 UCF214-44 2-3/4           214-44    
                 

75 mm              UCF215  UC 215    
 2-7/8 7-7/8 6-17/64 2-7/32 55/64 1-11/32  3/4 3-3/32 1.3110 5/8
 UCF215-47  215-47 F 215 6.9 15
 2-15/16 200 159 56 22 34  19 78.5 33.3 M16    
 UCF215-48           215-48    
  3              

 UCF216 80 mm 8-3/16 6-1/2 2-9/32 55/64 1-11/32 29/32 3-9/32 1.3110 3/4 UC 216 
  F 216 8.1 18
 UCF216-50 3-1/8 208 165 58 22 34  23 83.3 33.3 M20 216-50    

                

 UCF217 85 mm UC 217    
 8-21/32 6-57/64 2-15/32 15/16 1-27/64  29/32 3-29/64 1.3425 3/4
 UCF217-52 3-1/4  217-52 F 217 9.3 21
 220 175 63 24 36  23 87.6 34.1 M20    
 UCF217-55 3-7/16           217-55    
                

 UCF218 90 mm 9-1/4 7-23/64 2-11/16 15/16 1-37/64 29/32 3-51/64 1.5629 3/4 UC 218 
  F 218 11 24
 UCF218-56 3-1/2 235 187 68 24 40  23 96.3 39.7 M20 218-56    
                



Pillow Block Bearing and housing 
Four-Bolt Holes Flange Unit 
Medium Duty 

 

UCFX Set Screw Locking  
  Shaft Dia.         
    Dimensions (inch / mm)   Weight 

(inch / mm)         Bolt Bearing Housing   Unit No.             

  Size  No. No. 
  d L J A A1 A2 N E S     kg lbs 

 UCFX05 25 mm          UCX 05    
 UCFX05-14 7/8 4-1/4 3-17/64 1-3/16 1/2 45/64 15/32 1-19/32 0.6259 3/8  05-14 
  FX 05 1.00 2.20
 UCFX05-15 15/16 108 83 30 13 18 12 40.2 15.9 M10  05-15    

 UCFX05-16 1           05-16    
                 

 UCFX06 30 mm          UCX 06    
 UCFX06-18 1-1/8 4-39/64 3-5/8 1-11/32 9/16 3/4 5/8 1-3/4 0.6889 1/2  06-18 
  FX 06 1.70 3.74
 UCFX06-19 1-3/16 117 92 34 14 19 16 44.4 17.5 M14  06-19    

 UCFX06-20 1-1/4           06-20    
                 

 UCFX07 35 mm          UCX 07    
 UCFX07-21 1-5/16 5-1/8 4-1/64 1-1/2 9/16 53/64 5/8 2-1/64 07480 1/2  07-21 
  FX 07 2.10 4.62
 UCFX07-22 1-3/8 130 102 38 14 21 16 51.2 19 M 14  07-22    

 UCFX07-23 1-7/16           07-23    
                 

 UCFX08 40 mm UCX 08    
 5-13/32 4-9/64 1-9/16 9/16 55/64 3/4 2-1/64 0.7480 5/8  
 UCFX08-24 1-1/2  08-24 FX 08 2.40 5.28
 137 105 40 14 22 19 52.2 19 M 16     
 UCFX08-25 1-9/16           08-25    
                 

 UCFX09 45 mm          UCX 09    
 UCFX09-26 1-5/8 5-5/8 4-3/8 1-9/16 9/16 29/32 3/4 2-3/16 0.7480 5/8  09-26 
  FX 09 2.50 5.50
 UCFX09-27 1-11/16 143 111 40 14 23 19 55.6 19 M 16  09-27    

 UCFX09-28 1-3/4           09-28    
                 

 UCFX10 50 mm          UCX 10    
 UCFX10-30 1-7/8 6-3/8 5-1/8 1-23/32 25/32 1-1/32 3/4 2-11/32 0.8740 5/8  10-30 
  FX 10 3.90 8.58
 UCFX10-31 1-15/16 162 130 44 20 26 19 59.4 22.2 M 16  10-31    

 UCFX10-32 2           10-32    
                 

 



 

UCFX Set Screw Locking  
  Shaft Dia.     

  Dimensions (inch / mm)   Weight 
(inch / mm)         Bolt Bearing Housing   Unit No.             

  Size  No. No. 
  d L J A A1 A2 N E S     kg lbs 

 UCFX1UCFX1 55 mm UCX 11    
 6-57/64 5-5/8 1-15/16 25/32 1-9/64 3/4 2-45/64 1.000 5/8  
 UCFX1UCFX1-35 2-3/16  11-35 FX 11 4.90 10.78
 175 143 49 20 29 19 68.7 25.4 M 16     
 UCFX1UCFX1-36 2-1/4           11-36    
                 

 UCFX12 60 mm UCX 12    
 7-23/64 5-55/64 2-5/16 13/16 1-11/32 3/4 2-29/32 1.000 5/8  
 UCFX12-38 2-3/8  12-38 FX 12 5.20 11.44
 187 149 59 21 34 19 73.7 25.4 M 16     
 UCFX12-39 2-7/16           12-39    
                 

 UCFX13 65 mm 7-23/64 5-55/64 2-5/16 13/16 1-11/32 3/4 3-3/32 1.1889 5/8 UCX 13 
  FX 13 5.30 11.66
 UCFX13-40 2-1/2 187 149 59 21 34 19 78.4 30.2 M 16  13-40    

                 

 UCFX14 70 mm 7-3/4 5-63/64 2-3/8 15/16 1-29/64 29/32 3-13/64 1.3110 3/4 UCX 14 
  FX 14 7.30 16.06
 UCFX14-44 2-3/4 197 152 60 24 37 23 81.5 33.3 M 20  14-44    

                 

 UCFX15 75 mm UCX 15    
 7-3/4 5-63/64 2-11/16 15/16 1-37/64 29/32 3-33/64 1.3110 3/4  
 UCFX15-47 2-15/16  15-47 FX 15 8.10 17.82
 197 152 68 24 40 23 89.3 33.3 M 20     
 UCFX15-48 3           15-48    
                 

 UCFX16 80 mm 8-7/16 6-47/64 2-3/4 15/16 1-37/64 29/32 3-39/64 1.3425 3/4 UCX 16 
  FX 16 9.90 21.78
 UCFX16-50 3-1/8 214 171 70 24 40 23 91.6 34.1 M 20  16-50    

                 

 UCFX17 85 mm UCX 17    
 8-7/16 6-47/64 2-3/4 15/16 1-37/64 29/32 3-25/32 1.5629 3/4  
 UCFX17-52 3-1/4  17-52 FX 17 11.00 24.20
 214 171 70 24 40 23 96.3 39.7 M 20     
 UCFX17-55 3-7/16           17-55    
                 

 UCFX18 90 mm 8-7/16 6-47/64 3 15/16 1-49/64 29/32 4-3/16 1.6889 3/4 UCX 18 
  FX 18 11.00 24.20
 UCFX18-56 3-1/2 214 171 76 24 45 23 106.1 42.9 M 20  18-56    

                 

 UCFX20 100 mm UCX 20    
 10-9/16 8-5/16 3-13/16 1-7/32 2-21/64 1-7/32 5-1/64 1.6889 1  
 UCFX20-63 3-15/16  20-63 FX 20 17.00 28.71
 268 211 97 31 59 31 127.3 42.9 M 27     
 UCFX20-64 4           20-64    
                 



Pillow Block Bearing and housing 
Four-Bolt Holes Flange Unit 
Normal Duty 

 

HCFU Eccentric Locking Collar  
  Shaft Dia.     

  Dimensions (inch / mm)   Bolt Bearing Housing Weight 
Unit No. (inch / mm)           
           Size No. No.   

  d L J A A1 A2 N E S    kg lbs 

 HCFU201 12 mm          HC 201    
 HCFU201-8 1/2          201-8    
 HCFU202 15 mm          202    
 HCFU202-10 5/8 3-3/8 2-1/2 1-5/32 19/32 3/4 15/32 1-51/64 0.6732 3/8 202-10 
 FU 204 0.89 1.96
 HCFU203 17 mm 76 54 25.5 11 15 11.5 45.6 17.1 M10 203    

 HCFU203-11 11/16          203-11    
 HCFU204 20 mm          204    
 HCFU204-12 3/4          204-12    
                

 HCFU205 25 mm          HC 205    
 HCFU205-14 7/8 3-21/32 2-3/4 1-3/16 19/32 3/4 15/32 1-13/16 0.6889 3/8 205-14 
 FU 205 0.81 1.78
 HCFU205-15 15/16 93 70 30 15 19 12 45.9 17.5 M10 205-15    

 HCFU205-16 1          205-16    
                

 HCFU206 30 mm          HC 206    
 HCFU206-18 1-1/8 4-11/64 3-1/4 1-9/32 5/8 25/32 15/32 1-31/32 0.7204 3/8 206-18 
 FU 206 1.16 2.55
 HCFU206-19 1-3/16 106 82.5 32.5 16 20 12 50.1 18.3 M10 206-19    

 
HCFU206-
HCFU20 1-1/4          206-20    
                

 HCFU207 35 mm          HC 207    
 HCFU207-20 1-1/4 207-20    
 4-9/16 3-5/8 1-3/8 43/64 53/64 35/64 2-3/32 0.7401 7/16
 HCFU207-21 1-5/16 207-21 FU 207 1.50 3.30
 116 92 35 17 21 14 53.3 18.8 M12    
 HCFU207-22 1-3/8          207-22    

 HCFU207-23 1-7/16          207-23    
                

 HCFU208 40 mm HC 208    
 5-5/64 4 1-17/32 43/64 15/16 35/64 2-5/16 0.8425 7/16
 HCFU208-24 1-1/2 208-24 FU 208 1.95 4.29
 129 101.5 39 17 24 14 58.9 21.4 M12    
 HCFU208-25 1-9/16          208-25    

                

 HCFU209 45 mm          HC 209    
 HCFU209-26 1-5/8 5-5/16 4-9/64 1-37/64 45/64 15/16 5/8 2-5/16 0.8425 1/2 209-26 
 FU 209 2.27 4.99
 HCFU209-27 1-11/16 135 105 40 18 24 16 58.9 21.4 M14 209-27    

 HCFU209-28 1-3/4          209-28    
                

 
 
 
 
 



 

 Shaft Dia.      
   Dimensions (inch / mm)   Bolt Bearing Housing Weight 

Unit No. (inch / mm)           
          Size No. No.   

 d L J A A1 A2 N E S    kg lbs 

HCFU210 50 mm          HC 210    
HCFU210-30 1-7/8 5-5/8 4-3/8 1-49/64 25/32 1-3/32 23/32 2-39/64 0.9685 5/8 210-30 

FU 210 2.71 5.96
HCFU210-31 1-15/16 143 111 45 20 28 18 66.1 24.6 M16 210-31    

HCFU210-32 2          210-32    
               

HCFU211 55 mm          HC 211    
HCFU211-32 2 6-3/8 5-1/8 1-59/64 53-64 1-7/32 23/32 2-17/32 1.0905 5/8 211-32 

FU 211 3.70 8.14
HCFU211-34 2-1/8 162 130 49 21 31 18 74.6 27.7 M16 211-34    

HCFU211-35 2-3/16          211-35    
               

HCFU212 60 mm          HC 212    
HCFU212-36 2-1/4 6-37/64 5-5/8 1-7/64 55/64 1-11/32 23/32 3-3/16 1.2204 5/8 212-36 

FU 212 4.59 10.10
HCFU212-38 2-3/8 175 143 53.5 22 34 18 80.8 31 M16 212-38    

HCFU212-39 2-7/16          212-39    
               

HCFU213 65 mm 7-1/4 5-55/64 2-9/32 55/64 1-1/2 23/32 3-17/32 1.3425 5/8 HC 213 
FU 213 5.99 13.18

HCFU213-40 2-1/2 184 149 58 22 38 18 89.6 34.1 M16 213-40    
               

HCFU214 70 mm HC 214    
7-13/32 5-63/64 2-21/64 29/32 1-1/2 23/32 3-17/32 1.3425 5/8 

HCFU214-43 2-11/16 214-43 FU 214 6.39 14.06188 152 59 23 38 18 89.6 34.1 M16    HCFU214-44 2-3/4          214-44    
               

HCFU215 75 mm HC 215    
7-7/8 6-17/64 2-7/16 15/16 1-39/64 23/32 3-49/64 1.4685 5/8 

HCFU215-47 2-15/16 215-47 FU 215 7.32 16.10200 159 62 24 41 18 95.8 37.3 M16    HCFU215-48 3          215-48    
               

 
 
 
 
 
 
 



Pillow Block Bearing and housing 
Four-Bolt Holes Flange Unit 
Normal Duty 

 
 

UKF+H Adapter Sleeve Locking 
 
 Shaft Dia.         
   Dimensions (inch / mm)   Weight 

(inch / mm)         Bolt Bearing Adapter Housing   Unit No.            
 Size No. No. No. 
 d L J A A1 A2 N E S2     kg lbs

UKF205 + H2305 20 mm 3-3/4 2-3/4 1-1/16 35/64 5/8 15/32 1-25/64 0.7283 3/8 H  2305
+ HE2305 3/4 95 70 27 14 16 12 35.5 18.5 M 10 UK 205 HE 2305 F 205 0.85 1.87

                

UKF206 + H2306 25 mm           H  2306    
+ HA2306 7/8 4-1/4 3-17/64 1-7/32 35/64 45/64 15/32 1-17/32 0.8070 3/8 HA 2306
+ HE2306 15/16 108 83 31 14 18 12 39 20.5 M 10 UK 206 HE 2306 F 206 1.16 2.55
+ HS2306 1           HS 2306    

                

UKF207 + H2307 30 mm  H  2307    
4-39/64 3-5/8 1-11/32 5/8 3/4 35/64 1-43/64 0.8858 7/16 

+ HA2307 1-1/8 117 92 34 16 19 14 42.5 22.5 M 12 UK 207 HA 2307 F 207 1.55 3.41
+ HS2307 1-3/16           HS 2307    

                

UKF208 + H2308 35 mm  H  2308    
5-1/8 4-1/64 1-27/64 5/8 53/64 5/8 1-53/64 0.9640 1/2 

+ HE2308 1-1/4 130 102 36 16 21 16 46.5 24.5 M 14 UK 208 HE 2308 F 208 1.94 4.27
+ HS2308 1-3/8           HS 2308    

                

UKF209 + H2309 40 mm           H  2309    
+ HA2309 1-7/16 5-13/32 4-9/64 1-1/2 23/32 55/64 5/8 1-29/32 1.0236 1/2 HA 2309
+ HE2309 1-1/2 137 105 38 18 22 16 48.5 26 M 14 UK 209 HE 2309 F 209 2.30 5.06
+ HS2309 1-5/8           HS 2309    

                

UKF210 + H2310 45 mm           H  2310    
+ HA2310 1-5/8 5-5/8 4-3/8 1-9/16 23/32 55/64 5/8 1-31/32 1.0826 1/2 HA 2310
+ HE2310 1-11/16 143 111 40 18 22 16 50 27.5 M 14 UK 210 HE 2310 F 210 2.59 5.70
+ HS2310 1-3/4           HS 2310    

                

 
 
 
 



 Shaft Dia.         
   Dimensions (inch / mm)   Weight 

(inch / mm)         Bolt Bearing Adapter Housing   Unit No.            
 Size No. No. No. 
 d L J A A1 A2 N E S2     kg lbs 

UK211 + H2311 50 mm           H  2311    
+ HA2311 1-7/8 6-3/8 5-1/8 1-11/16 25/32 63/64 3/4 2-9/64 1.1220 5/8 HA 2311 
+ HE2311 1-15/16 162 130 43 20 25 19 54.5 28.5 M 16 UK 211 HE 2311 F 211 3.46 7.61
+ HS2311 2           HS 2311    

                

UK212 + H2312 55 mm 6-57/64 5-5/8 1-57/64 25/32 1-9/64 3/4 2-13/32 1.2204 5/8 H  2312 
+ HS2312 2-1/8 175 143 48 20 29 19 61 31 M 16 UK 212 HS 2312 F 212 4.33 9.53

                

UKF213 + H2313 60 mm           H  2313    
+ HA2313 2-3/16 7-23/64 5-55/64 1-31/32 55/64 1-3/16 3/4 2-33/64 1.2598 5/8 HA 2313 
+ HE2313 2-1/4 187 149 50 22 30 19 64 32 M 16 UK 213 HE 2313 F 213 4.90 10.78
+ HS2313 2-3/8           HS 2313    

                

UKF215 + H2315 65 mm  H  2315    
7-7/8 6-17/64 2-7/32 55/64 1-11/32 3/4 2-51/64 1.3976 5/8

+ HA2315 2-7/16 200 159 56 22 34 19 71 35.5 M 16 UK 215 HA 2315 F 215 7.02 15.44
+ HE2315 2-1/2           HE 2315    

                

UKF216 + H2316 70 mm  H  2316    
8-3/16 6-1/2 2-9/32 55/64 1-11/32 29/32 2-57/64 1.5354 3/4

+ HA2316 2-11/16 208 165 58 22 34 23 73.5 39 M 20 UK 216 HA 2316 F 216 7.76 17.07
+ HE2316 2-3/4           HE 2316    

                

UKF217 + H2317 75 mm  H  2317    
8-21/32 6-57/64 2-15/32 15/16 1-27/64 29/32 3-1/32 1.5748 3/4

+ HA2317 2-15/16 220 175 63 24 36 23 77 40 M 20 UK 217 HA 2317 F 217 10.08 22.18
+ HE2317 3           HE 2317    

                

9-1/4 7-23/64 2-11/16 15/16 1-37/64 29/32 3-13/64 1.6535 3/4
UKF218 + H2318 80 mm 235 187 68 24 40 23 81.5 42 M 20 UK 218 H  2318 F 218 12.44 27.37

                

 
 
 



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Normal Duty 

 
 

UCFL Set Screw Locking  
 Shaft Dia.          
    Dimensions (inch / mm)    Mass 

(inch / mm)          Bolt Bearing Housing   Unit No.             

 Size No. No. 
 d H J A A1 A2 N L E S    kg lbs

UCFL201 12 mm           UC 201  0.45 0.99
UCFL201-8 1/2           201-8  0.44 0.97
UCFL202 15 mm           202  0.44 0.97
UCFL202-10 5/8 4-7/16 3-35/64 1 7/16 19/32 15/32 2-3/8 1-5/16 0.500 3/8 202-10 0.44 0.97

FL 204
UCFL203 17 mm 113 90 25.5 11 15 12 57 33.3 12.7 M10 203  0.43 0.95
UCFL203-11 11/16           203-11  0.42 0.92
UCFL204 20 mm           204  0.41 0.90
UCFL204-12 3/4           204-12  0.41 0.90
                

UCFL205 25 mm           UC 205  0.58 1.28
UCFL205-14 7/8 5-1/8 3-57/64 1-1/16 1/2 5/8 5/8 2-11/16 1-13/32 0.5629 1/2 205-14 0.61 1.34

FL 205
UCFL205-15 15/16 130 99 27 13 16 16 68 35.8 14.3 M 14 205-15  0.59 1.30
UCFL205-16 1           205-16  0.58 1.28
                

UCFL206 30 mm           UC 206  0.86 1.89
UCFL206-18 1-1/8 5-13/16 4-39/64 1-7/32 1/2 45/64 5/8 3-5/32 1-19/32 0.6259 1/2 206-18 0.88 1.94

FL 206
UCFL206-19 1-3/16 148 117 31 13 18 16 80 40.2 15.9 M 14 206-19  0.86 1.89
UCFL206-
UCFL20 1-1/4           206-20  0.85 1.87
                

UCFL207 35 mm           UC 207  1.08 2.38
UCFL207-
UCFL20 1-1/4 207-20  1.14 2.51

6-11/32 5-1/8 1-13/32 35/64 3/4 5/8 3-35/64 1-3/4 0.6889 1/2 
UCFL207-21 1-5/16 207-21 FL 207 1.11 2.44

161 130 34 14 19 16 90 44.4 17.5 M14  UCFL207-22 1-3/8           207-22  1.08 2.38
UCFL207-23 1-7/16           207-23  1.05 2.31
                

UCFL208 40 mm UC 208  1.44 3.17
6-7/8 5-43/64 1-13/32 35/64 53/64 5/8 3-15/16 2-1/64 0.7480 1/2 

UCFL208-24 1-1/2 208-24 FL 208 1.48 3.26
175 144 36 14 21 16 100 51.2 19 M 14  UCFL208-25 1-9/16           208-25  1.45 3.19

                

UCFL209 45 mm           UC 209  1.74 3.83
UCFL209-26 1-5/8 7-13/32 5-53/64 1-1/2 19/32 55/64 3/4 4-1/4 2-1/16 0.7480 5/8 209-26 1.84 4.05

FL 209
UCFL209-27 1-11/16 188 148 38 15 22 19 108 52.2 19 M16 209-27  1.80 3.96
UCFL209-28 1-3/4           209-28  1.76 3.87
                



 
 

UCFL Set Screw Locking  
 Shaft Dia.         
   Dimensions (inch / mm)    Mass 

(inch / mm)          Bolt Bearing Housing   Unit No.             

 Size No. No. 
 d H J A A1 A2 N L E S    kg lbs 

UCFL210 50 mm           UC 210  2.10 4.62
UCFL210-30 1-7/8 7-3/4 6-3/16 1-37/64 19/32 55/64 3/4 4-17/32 2-5/32 0.7480 5/8 210-30 2.17 4.77
UCFL210-31 1-15/16 197 157 40 15 22 19 115 54.6 19 M16 210-31 FL 210 2.12 4.66
UCFL210-32 2           210-32  2.08 4.58

                

UCFL211 55 mm           UC 211  2.91 6.40
UCFL211-32 2 8-13/16 7-1/4 1-11/16 23/32 63/64 3/4 5-1/8 2-5/16 0.8740 5/8 211-32 3.06 6.73
UCFL211-34 2-1/8 224 184 43 18 25 19 130 58.4 22.2 M16 211-34 FL 211 2.95 6.49
UCFL211-35 2-3/16           211-35  2.89 6.36

                

UCFL212 60 mm           UC 212  3.74 8.23
UCFL212-36 2-1/4 9-27/32 7-61/64 1-7/8 23/32 1-9/64 29/32 5-1/2 2-23/32 1.000 3/4 212-36 3.87 8.51
UCFL212-38 2-3/8 250 202 48 18 29 23 140 68.7 25.4 M 20 212-38 FL 212 3.72 8.18
UCFL212-39 2-7/16           212-39  3.65 8.03

                

UCFL213 65 mm 10-5/32 8-17/64 1-31/32 7/8 1-3/16 29/32 6-3/32 2-3/4 1.000 3/4 UC 213 4.57 10.05
UCFL213-40 2-1/2 258 210 50 22 30 23 155 69.7 25.4 M 20 213-40 FL 213 4.66 10.25

                

UCFL214 70 mm UC 214  5.11 11.24
10-7/16 8-1/2 2-1/8 7/8 1-7/32 29/32 6-5/16 2-31/32 1.1889 3/4

UCFL214-43 2-11/16 214-43 FL 214 5.22 11.48265 216 54 22 31 23 160 75.4 30.2 M 20  UCFL214-44 2-3/4           214-44  5.12 11.26
                

UCFL215 75 mm UC 215  5.37 11.81
10-13/16 8-55/64 2-7/32 7/8 1-11/32 29/32 6-1/2 3-3/32 1.3110 3/4

UCFL215-47 2-15/16 215-47 FL 215 5.51 12.12275 225 56 22 34 23 165 78.5 33.3 M 20  UCFL215-48 3           215-48  5.40 11.88
                

UCFL216 80 mm 11-13/32 9-11/64 2-9/32 7/8 1-11/32 63/64 7-3/32 3-9/32 1.3110 7/8 UC 216 7.20 15.84
UCFL216-50 3-1/8 290 233 58 22 34 25 180 83.3 33.3 M 22 216-50 FL 216 7.38 16.24

                

UCFL217 85 mm UC 217  8.61 18.94
12 9-49/64 2-15/32 15/16 1-27/64 63/64 7-15/32 3-7/16 1.3425 7/8

UCFL217-52 3-1/4 217-52 FL 217 8.83 19.43305 248 63 24 36 25 190 87.6 34.1 M 22  UCFL217-55 3-7/16           217-55  8.69 19.12
                

UCFL218 90 mm 12-19/32 10-7/16 2-11/16 15/16 1-37/64 63/64 8-1/16 3-25/32 1.5629 7/8 UC 218 10.51 23.12
UCFL218-56 3-1/2 320 265 68 24 40 25 205 96.3 39.7 M 22 218-56 FL 218 10.62 23.36

                
 



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Normal Duty 

 

HCFLU Eccentric Locking Collar  
 Shaft Dia.               

(inch /    Dimensions (inch / mm)    Bolt Bearing Housing Mass 
Unit No. mm)          Size No. No.   

 d H J A A1 A2 N L E S    kg lbs

HCFLU201 12 mm           HC 201    
HCFLU201-8 1/2           201-8    
HCFLU202 15 mm           202    
HCFLU202-10 5/8 4-7/16 3-17/32 1-5/32 19/32 3/4 7/16 2-13/32 1-25/32 0.6692 3/8 202-10 

FLU 204 0.50 1.10
HCFLU203 17 mm 112.5 90 29.5 15 19 11.5 61 45.5 17 M 10 203    

HCFLU203-11 11/16           203-11    
HCFLU204 20 mm           204    
HCFLU204-12 3/4           204-12    
                

HCFLU205 25 mm           HC 205    
HCFLU205-14 7/8 4-27/32 3-29/32 1-3/16 19/32 3/4 7/16 2-3/4 1-13/16 0.6850 3/8 205-14 

FLU 205 0.69 1.52
HCFLU205-15 15/16 123 99 30 15 19 11.5 70 45.9 17.4 M10 205-15    

HCFLU205-16 1           205-16    
                

HCFLU206 30 mm           HC 206    
HCFLU206-18 1-1/8 5-19/32 4-19/32 1-9/32 5/8 25/32 7/16 3-7/32 1-31/32 0.7165 3/8 206-18 

FLU 206 0.98 2.16
HCFLU206-19 1-3/16 142 116.5 32.5 16 20 11.5 82 50.1 18.2 M10 206-19    

HCFLU206-20 1-1/4           206-20    
                

CFLU207 35 mm           HC 207    
HCFLU207-
HCFLU20 1-1/4 207-20    

6-7/32 5-1/8 1-13/32 21/32 13/16 9/16 3-11/16 2-3/32 0.7401 7/16 
HCFLU207-21 1-5/16 207-21 FLU 207 1.41 3.10158 130 36 17 21 14 94 53.3 18.8 M12    HCFLU207-22 1-3/8           207-22    

HCFLU207-23 1-7/16           207-23    
                

HCFLU208 40 mm HC 208    
6-25/32 5-21/32 1-17/32 21/32 15/16 9/16 4-3/64 2-5/16 0.8425 7/16 

HCFLU208-24 1-1/2 208-24 FLU 208 1.77 3.89172 143.5 39 17 24 14 103 58.9 21.4 M12    HCFLU208-25 1-9/16           208-25    

                

HCFLU209 45 mm           HC 209    
HCFLU209-26 1-5/8 7-3/32 5-27/32 1-9/16 23/32 15/16 5/8 4-1/4 2-5/16 0.8425 1/2 209-26 

FLU 209 2.00 4.40
HCFLU209-27 1-11/16 180 148.5 40 18 24 16 108 58.9 21.4 M14 209-27    

HCFLU209-28 1-3/4           209-28    
                



 

HCFLU Eccentric Locking Collar 
  
 Shaft Dia.          
    Dimensions (inch / mm)    Mass 

Unit No. (inch / mm)          Bolt Bearing Housing   
 Size No. No. 

 d H J A A1 A2 N L E S    kg lbs

HCFLU210 50 mm           HC 210    
HCFLU210-30 1-7/8 7-15/32 6-3/16 1-25/32 25/32 1-3/32 23/32 4-1/2 2-19/32 0.9685 5/8 210-30 
HCFLU210-31 1-15/16 190 157 45 20 28 18 114 66.1 24.6 M 16 210-31 FLU 210 2.38 5.24
HCFLU210-32 2           210-32    

                

HCFLU211 55 mm           HC 211    
HCFLU211-32 2 8-17/32 7-1/4 1-7/8 13/16 1-7/32 23/32 5-3/32 2-15/16 1.0905 5/8 211-32 
HCFLU211-34 2-1/8 217 184 48 21 31 18 128 74.6 27.7 M16 211-34 FLU 211 3.52 7.74
HCFLU211-35 2-3/16           211-35    

                

HCFLU212 60 mm           HC 212    
HCFLU212-36 2-1/4 9-11/32 7-15/16 2-3/32 13/16 1-11/32 23/32 5-7/16 3-3/16 1.2165 5/8 212-36 
HCFLU212-38 2-3/8 237 202 53 21 34 18 138 80.8 30.9 M 16 212-38 FLU 212 4.8 10.56
HCFLU212-39 2-7/16           212-39    

                

HCFLU213 65 mm 10-3/32 8-9/32 2-7/32 7/8 1-1/2 13/16 5-31/32 3-17/32 1.3425 11/16 HC 213 
HCFLU213-40 2-1/2 256 210 56 22 38 21 152 89.6 34.1 M 18 213-40 FLU 213 6.0 13.2

                

HCFLU214 70 mm 10-13/32 8-1/2 2-9/32 29/32 1-1/2 13/16 6-3/16 3-17/32 1.3425 11/16 HC 214 
HCFLU214-43 2-11/16 214-43 FLU 213 6.3 13.86264 216 58 23 38 21 157 89.6 34.1 M 18    HCFLU214-44 2-3/4           214-44    

                

HCFLU215 75 mm 10-13/16 8-27/32 2-7/16 1-5/8 1-5/8 13/16 6-15/32 3-25/32 1.4690 11/16 HC 215 
HCFLU215-47 2-15/16 215-47 FLU 215 7.2 15.84275 225 62 41 41 21 164 95.8 34.1 M 18    HCFLU215-48 3           215-48    

                
 
 
 



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Normal Duty 

 

UCFT Set Screw Locking 
 
 Shaft Dia.       

(inch / mm)    Dimensions (inch / mm)    Bolt Bearing Housing Mass 
Unit No.           Size No. No.   

 d H J A A1 A2 N L E S    kg lbs

UCFT201 12 mm           UC 201    
UCFT201-8 1/2           201-8    
UCFT202 15 mm           202    
UCFT202-10 5/8 4-13/32 3-17/32 1-9/64 7/16 3/4 13/32 2-3/8 1-5/16 0.500 5/16 202-10 

FT 204 0.45 0.99UCFT203 17 mm 112 89.5 29 11 19 10.3 60.3 33.3 12.7 M 8 203    

UCFT203-11 11/16           203-11    
UCFT204 20 mm           204    
UCFT204-12 3/4           204-12    
                

UCFT205 25 mm           UC 205    
UCFT205-14 7/8 4-7/8 3-7/8 1-7/32 1/2 25/32 1/2 2-3/4 1-13/32 0.5629 3/8 205-14 

FT 205 0.64 1.41UCFT205-15 15/16 124 98.8 31 13 20 13 70 35.8 14.3 M 10 205-15    

UCFT205-16 1           205-16    
                

UCFT206 30 mm           UC 206    
UCFT206-17 1-1/16 206-17    

5-9/16 4-19/32 1-11/32 1/2 13/16 1/2 3-7/32 1-19/32 0.6259 3/8 UCFT206-18 1-1/8 206-18 FT 206 0.91 2.00141 116.7 34 13 21 13 82 40.2 15.9 M 10    UCFT206-19 1-3/16           206-19    

UCFT206-
UCFT20 1-1/4           206-20    
                

UCFT207 35 mm           UC 207    
UCFT207-
UCFT20 1-1/4 207-20    

6-1/2 5-1/8 1-7/16 9/16 27/32 9/16 3-47/64 1-3/4 0.6889 7/16 UCFT207-21 1-5/16 207-21 FT 207 1.28 2.82155 130 36.5 14 21-1/2 14 95 44.4 17.5 M 12    UCFT207-22 1-3/8           207-22    

UCFT207-23 1-7/16           207-23    
                

UCFT208 40 mm UC 208    
6-23/32 5-27/32 1-17/32 9/16 15/16 9/16 4-1/8 2-1/32 0.7480 7/16 

UCFT208-24 1-1/2 208-24 FT 208 1.64 3.61171 143.7 39 14 24 14 105 51.2 19 M 12    UCFT208-25 1-9/16           208-25    
                

UCFT209 45 mm           UC 209    
UCFT209-26 1-5/8 7-1/16 5-27/32 1-9/16 9/16 15/16 5/8 4-3/8 2-1/16 0.7480 1/2 209-26 

FT 209 1.88 4.14UCFT209-27 1-11/16 179 148.4 40 14 24 16 111 52.2 19 M 14 209-27    

UCFT209-28 1-3/4           209-28    
                

UCFT210 50 mm           UC 210    
UCFT210-30 1-7/8 7-7/16 6-3/16 1-27/32 9/16 1-1/8 5/8 4-9/16 2-5/32 0.7480 1/2 210-30 

FT 210 2.18 4.80UCFT210-31 1-15/16 189 157 47 14 28.5 16 116 54.6 19 M 14 210-31    

UCFT210-32 2           210-32    
                

UCFT211 55 mm           UC 211    
UCFT211-32 2 8-1/2 7-1/4 1-31/32 25/32 1-1/4 11/16 5-1/4 2-5/16 0.8740 5/8 211-32 

FT 211 3.25 7.15UCFT211-34 2-1/8 216 184 50 20 32 18 133 58.4 22.2 M16 211-34    

UCFT211-35 2-3/16           211-35    
                



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Normal Duty 

 

UKFL Adapter Sleeve Locking  
 Shaft Dia.            
    Dimensions (inch / mm)    Weight 
 (inch / mm)          Bolt Bearing Adapter Bearing   

Unit No.            Size No.  No. No.   

  d H J A A1 A2 N L E S1      kg lbs 

UKFL205 + H2305 20 mm 5-1/8 3-57/64 1-1/16 1/2 5/8 5/8 2-11/16 1-13/32 0.7283 1/2 H 2305
+ HE2305 3/4 130 99 27 13 16 16 68 35.5 18.5 M 14 UK 205 HE 2305 FL 205 0.63 1.39
                   

UKFL206 + H2306 25 mm            H 2306    
+ HA2306 7/8 5-13/16 4-19/32 1-7/32 1/2 23/32 5/8 3-5/32 1-17/32 0.8070 1/2 HA 2306
+ HE2306 15/16 148 117 31 13 18 16 30 39 20.5 M 14 UK 206 HS 2306 FL 206 0.90 1.98
+ HS2306 1            HE 2306    
UKFL207 + H2307 30 mm  H 2307    

6-11/32 5-1/8 1-11/32 9/16 3/4 5/8 3-17/32 1-11/16 0.8858 1/2 
+ HA2307 1-1/8 161 130 34 14 19 16 90 42.5 22.5 M 14 UK 207 HA 2307 FL 207 1.17 2.57
+ HS2307 1-3/16            HS 2307    

UKFL208 + H2308 35 mm  H 2308    
6-7/8 5-21/32 1-13/32 9/16 13/16 5/8 3-15/16 1-27/32 0.9645 1/2 

+ HE2308 1-1/4 175 144 36 14 21 16 100 46.5 24.5 M 14 UK 208 HE 2308 FL 208 1.54 3.39
+ HS2308 1-3/8            HS 2308    

UKFL209 + H2309 40 mm            H 2309    
+ HA2309 1-7/16 7-13/32 5-13/16 1-1/2 19/32 7/8 3/4 1-1/4 1-29/32 1.0236 5/8 HA 2309
+ HE2309 1-1/2 188 148 38 15 22 19 108 48.5 26 M 16 UK 209 HE 2309 FL 209 1.89 4.16
+ HS2309 1-5/8            HS 2309    
                   

UKFL210 + H2310 45 mm            H 2310    
+ HA2310 1-5/8 7-3/4 6-3/16 1-9/16 19/32 7/8 3/4 4-17/32 1-31/32 1.0826 5/8 HA 2310
+ HE2310 1-11/16 197 157 40 15 22 19 115 50 27.5 M 16 UK 210 HE 2310 FL 210 2.27 4.99
+ HS2310 1-3/4            HS 2310    
UKFL211 + H2311 50 mm            H 2311    
+ HA2311 1-7/8 8-13/16 7-1/4 1-11/16 23/32 31/32 3/4 5-1/8 2-5/32 1.0826 5/8 HA 2311
+ HE2311 1-15/16 224 184 43 18 25 19 130 54.5 27.5 M 16 UK 211 HE 2311 FL 211 3.06 6.73
+ HS2311 2            HS 2311    

UKFL212 + H2312 55 mm 9-37/32 7-15/16 1-7/8 23/32 1-5/32 29/32 5-1/2 2-13/32 1.2598 3/4 H 2312
+ HS2312 2-1/8 250 202 48 18 29 23 140 61 32 M 20 UK 212 HS 2312 FL 212 3.79 8.34
                   

UKFL213 + H2313 60 mm            H 2313    
+ HA2313 2-3/16 10-5/32 8-9/32 1-31/32 7/8 1-3/16 29/32 6-3/32 2-17/32 1-5/16 3/4 HA 2313
+ HE2313 2-1/4 258 210 50 22 30 23 155 64 33.3 M 20 UK 213 HE 2313 FL 213 4.48 9.86
+ HS2313 2-3/8            HS 2313    

UKFL215 + H2315 65 mm  H 2315    
10-13/16 8-27/32 2-7/32 7/8 1-11/32 29/32 6-1/2 2-25/32 1.3976 3/4 

+ HA2315 2-7/16 275 225 56 22 34 23 165 71 35.5 M 20 UK 215 HA 2315 FL 215 5.48 12.06
+ HE2315 2-1/2            HE 2315    

UKFL216 + H2316 70 mm  H 2316    
11-13/32 9-3/16 2-9/32 7/8 1-11/32 31/32 7-3/32 2-29/32 1.5354 7/8 

+ HA2316 2-11/16 290 233 58 22 34 25 180 73.5 39 M 22 UK 216 HA 2316 FL 216 7.46 16.41
+ HE2316 2-3/4            HE 2316    

UKFL217 + H2317 75 mm  H 2317    
12 9-3/4 2-15/32 15/16 1-13/32 31/32 7-15/32 3-1/32 1.5748 7/8 

+ HA2317 2-15/16 305 248 63 24 36 25 190 77 40 M 22 UK 217 HA 2317 FL 217 9.03 19.87
+ HE2317 3            HE 2317    

12-19/32 10-7/16 2-11/16 15/16 1-9/16 31/32 8-1/16 3-7/32 1.6535 7/8 
UKFL218 + H2318 80 mm 320 265 68 24 40 25 205 81.5 42 M 22 UK 218 H 2318 FL 218 10.89 23.96
                   

 

 



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Light Duty

 
 

SALF Eccentric Locking Collar 
SBLF Set Screw Locking  

Unit No. Shaft Dia.    Bearing
 Dimensions (inch / mm)   SALF SBLF Weight (inch / mm)            

Bolt Housing
  

SALF             Size No. No.   
SBLF  SA / SB  

 d H J L A A1 A2 N S E S E    kg lbs

201 12 mm             201    
201-8 1/2             201-8    
202 15 mm 3-3/16 2-1/2 2-7/32 23/32 3/8 3/8 5/16 0.2559 1.260 0.2362 1.000 1/4 202 

LF 203 0.30 0.66
202-10 5/8 81 63.5 56 18 9.5 9.5 8 6.5 32 6 25.5 M 6 202-10    

203 17 mm             203    
203-11 11/16             203-11    

                  

204 20 mm 3-17/32 2-13/16 2-13/32 25/32 7/16 7/16 13/32 0.2952 1.319 0.2755 1.142 5/16 204 
LF 204 0.40 0.88

204-12 3/4 90 71.5 61 20 11 11 10 7.5 33.5 7 29 M 8 204-12    
                  

205 25 mm             205    
205-14 7/8 3-3/4 2-33/32 2-17/32 25/32 7/16 7/16 13/32 0.2952 1.339 0.2952 1.200 5/16 205-14

LF 205 0.50 1.10
205-15 15/16 95 76 64 20 11 11 10 7.5 34 7.5 30.5 M 8 205-15    

205-16 1             205-16    
                  

206 30 mm             206    
206-18 1-1/8 4-7/16 3-9/16 3 7/8 15/32 15/32 15/32 0.3543 1.492 0.3149 1.338 3/8 206-18

LF 206 0.70 1.54206-19 1-3/16 113 90.5 76 22.5 12 12 12 9 37.9 8 34 M 10 206-19    

206-20 1-1/4             206-20    
                  

207 35 mm             207    
207-20 1-1/4 207-20    

4-13/16 3-15/16 3-1/2 15/16 33/64 33/64 15/32 0.3740 1.614 0.3346 1.437 3/8 
207-21 1-5/16 122 100 89 24 13 13 12 9.5 41 8.5 36.5 M 10 207-21 LF 207 0.90 1.98
207-22 1-3/8             207-22    
207-23 1-7/16             207-23    

                  

 
Add (G)suffix for regreasable. (ex. SALF 205-16G) 
 
  



Pillow Block Bearing and housing 
Two-Bolt Holes Flange Unit 
Light Duty 
 

 

SAFW Eccentric Locking Collar               

SBFW Set Screw Locking                 
                                         

  Shaft Dia.      
 Unit No.    Dimensions (inch / mm)   SAFW  SBFW  Weight 

  

(inch / 
mm)                      Bolt Bearing No. Housing    

 SAFW                                
       Size   SA / SB No.  
 SBFW              
     d H  J L A A2 N S E S E        kg lbs

 201    12 mm               201      
 201-8 1/2                201-8      
 202    15 mm 3-3/16 2-1/2 2-5/16 19/32 11/32 9/32 0.2559 1.2047 0.2362 0.9645 1/2 202  
      FW 203 0.30 0.66
 202-10 5/8  81 63.5 58.7 15  8.5 7 6.5  30.6  6  24.5 M6 202-10      

 203    17 mm               203      
 203-11 11/16               203-11     
                                

 204    20 mm 3-9/16 2-13/16 2-5/8 5/16 3/8 11/32 0.2952 1.2992 0.2755 1.0826 5/16 204  
      FW 204 0.40 0.88
 204-12 3/4  90.5 71.4 66.5 17  9.5 9 7.5  33  7  27.5 M8 204-12      
                                        

 205    25 mm               205      
 205-14 7/8  3-13/16 3 2-25/32 11/16 3/8 11/32 0.2952 1.2992 0.2952 1.1417 5/16 205-14 
    FW 205 0.50 1.10
 205-15 15/16 97 76.2 71 17.5 9.5 9 7.5  33  7.5  29 M8 205-15      

 205-16 1                205-16     
                                 

 206    30 mm               206      
 206-18 1-1/8 4-7/16 3-9/16 3-5/16 3/8 7/16 13/16 0.3543 1.5039 0.3149 1.3188 3/8 206-18 
     FW 206 0.80 1.76
 206-19 1-3/16 112.5 90.5 84 20.5  11.5 11.5 9  38.2  8  33.5 M10 206-19      

 206-20 1-1/4               206-20     
                                      

 207    35 mm               207      
 207-20 1-1/4 207-20     
 4-31/32 3-15/16 3-11/16 7/8  1/2 13/16 0.3740 1.6496 0.3346 1.4173 3/8 
 207-21 1-5/16     207-21 FW 207 1.00 2.20
 126 100 94 22  12.5 11.5 9.5  41.9  8.5  36 M10      
 207-22 1-3/8                       207-22      

 207-23 1-7/16               207-23     
                                     

 208    40 mm 208      
 5-29/32 4-11/16 3-15/16 15/16 9/16 9/16 0.4330 1.8582 0.3543 1.5551 1/2 
 208-24 1-1/2     208-24 FW 208 1.4 3.08
 150 119 100 24  14.5 14 11  47.2  9  39.5 M12      
 208-25 1-9/16                       208-25      
                                  
 
The filling slots on these units are at the back of the housing.  
Add (G) suffix for regreasable. (ex. SAFW205-16G) 
 
 



Pillow Block Bearing and housing 
Round Flange Cartridge Unit 
Normal Duty 

 

UCFC Set Screw Locking  
 Shaft Dia.        Bolt Size 

   Dimensions (inch / mm)     Bearing Housing Weight
Unit No. (inch / mm)            (inch /   

             No. No.   
 mm)   
 d L P J j A A1 N K f E S    kg lbs

UCFC201 12 mm             UC 201  0.73 1.61
UCFC201-8 1/2             201-8  0.72 1.58
202 15 mm             202  0.72 1.58
202-10 5/8 3-15/16 3-5/64 2-11/64 13/64 13/16 13/32 15/32 15/64 2.4409 1.115 0.500 3/8 202-10 0.72 1.58
UCFC203 17 mm 100 78 55.1 5 20.5 10 12 6 62 28.3 12.7 M10 203 FC 204 0.71 1.56
UCFC203-11 11/16             203-11  0.70 1.56
UCFC204 20 mm             204  0.69 1.52
UCFC204-12 3/4             204-12  0.69 1.52
                  

UCFC205 25 mm             UC 205  1.00 2.20
UCFC205-14 7/8 4-17/32 3-35/64 2-1/2 15/64 56/64 13/32 15/32 9/32 2.7559 1.169 0.5629 3/8 205-14 1.03 2.27
UCFC205-15 15/16 115 90 63.6 6 21 10 12 7 70 29.7 14.3 M10 205-15 FC 205 1.01 2.22
UCFC205-16 1             205-16  1.00 2.20
                  

UCFC206 30 mm             UC 206  1.30 2.86
UCFC206-18 1-1/8 4-29/32 3-15/16 2-25/32 5/16 29/32 13/32 15/32 5/16 3.1496 1.268 0.6259 3/8 206-18 1.32 2.90
UCFC206-19 1-3/16 125 100 70.7 8 23 10 12 8 80 32.2 15.9 M10 206-19 FC 206 1.30 2.86
UCFC206-20 1-1/4             206-20  1.29 2.84
                  

UCFC207 35 mm             UC 207  1.81 3.98
UCFC207-20 1-1/4 207-20  1.87 4.11

5-5/16 4-21/64 3-1/16 5/16 1-1/32 7/16 35/64 23/64 3.5433 1.433 0.6889 7/16 UCFC207-21 1-5/16 207-21 FC 207 1.87 4.11135 110 77.8 8 26 11 14 9 90 36.4 17.5 M12  UCFC207-22 1-3/8             207-22  1.81 3.98
UCFC207-23 1-7/16             207-23  1.78 3.92
                  

UCFC208 40 mm UC 208  2.14 4.71
5-23/32 4-23/32 3-11/32 25/64 1-1/32 7/16 35/64 23/64 3.9370 1.622 0.7480 7/16 

UCFC208-24 1-1/2 208-24 FC 208 2.18 4.80145 120 84.8 10 26 11 14 9 100 41.2 19 M12  UCFC208-25 1-9/16             208-25  2.15 4.73
                  

UCFC209 45 mm             UC 209  2.68 5.90
UCFC209-26 1-5/8 6-5/16 5-13/64 3-43/64 15/32 1-1/32 25/64 5/8 25/64 4.1339 1.622 0.7480 1/2 209-26 2.78 6.12
UCFC209-27 1-11/16 160 132 93.3 12 26 10 16 10 105 41.2 19 M14 209-27 FC 209 2.74 6.03
UCFC209-28 1-3/4             209-28  2.70 5.94

                  

 
 
 



 Shaft Dia.         Bolt Size 
    Dimensions (inch / mm)     Bearing Housing Weight 

Unit No. (inch / mm)            (inch /   
             No. No.   
 mm)   

 d L P J j A A1 N K f E S    kg lbs
UCFC210 50 mm             UC 210  2.90 6.38
UCFC210-30 1-7/8 6-1/2 5-7/16 3-27/32 15/32 1-7/64 25/64 5/8 9/16 4.3307 1.667 0.7480 1/2 210-30 2.97 6.53
UCFC210-31 1-15/16 165 138 97.6 12 28 10 16 14 110 42.6 19 M14 210-31 FC 210 2.92 6.42
UCFC210-32 2             210-32  2.88 6.34
                  

UCFC211 55 mm             UC 211  4.01 8.82
UCFC211-32 2 7-9/32 5-29/32 4-3/16 15/32 1-3/16 1/2 3/4 19/32 4.9213 1.827 0.8740 5/8 211-32 4.16 9.15
UCFC211-34 2-1/8 185 150 106.1 12 30 13 19 15 125 46.4 22.2 M16 211-34 FC 211 4.05 8.91
UCFC211-35 2-3/16             211-35  3.99 8.78

UCFC212 60 mm             UC 212  4.94 10.87
UCFC212-36 2-1/4 7-11/16 6-19/64 4-29/64 15/32 1-13/32 43/64 3/4 19/32 5.3150 2.322 1.000 5/8 212-36 5.07 11.15
UCFC212-38 2-3/8 195 160 113.1 12 36 17 19 15 135 56.7 25.4 M16 212-38 FC 212 4.92 10.82
UCFC212-39 2-7/16             212-39  4.85 10.67
                  

UCFC213 65 mm 8-1/16 6-11/16 4-47/64 35/64 1-13/32 5/8 3/4 19/32 5.5118 1.193 1.000 5/8 UC 213 5.65 1243
UCFC213-40 2-1/2 205 170 120.2 14 36 16 19 15 139.9 55.7 25.4 M16 213-40 FC 213 5.74 12.63
                  

UCFC214 70 mm UC 214  6.95 15.29
8-15/32 6-31/32 4-59/64 35/64 1-37/64 21/32 3/4 23/32 5.9055 2.417 1.1889 5/8 

UCFC214-43 2-11/16 214-43 FC 214 7.16 15.75215 177 125.1 14 40 17 19 18 150 61.4 30.2 M16  UCFC214-44 2-3/4             214-44  6.96 15.31
                  

UCFC215 75 mm UC 215  7.56 16.63
8-21/32 7-1/4 5-1/8 5/8 1-37/64 23/32 3/4 23/32 6.2992 2.461 1.3110 5/8 

UCFC215-47 2-15/16 215-47 FC 215 7.59 16.70220 184 130.1 16 40 18 19 18 160 62.5 33.3 M16  UCFC215-48 3             215-48  7.47 16.43
                  

UCFC216 80 mm 9-7/16 7-7/8 5-9/16 5/8 1-21/32 23/32 29/32 23/32 6.6929 2.650 1.3110 3/4 UC 216 9.15 20.13
UCFC216-50 3-1/8 240 200 141.4 16 42 18 23 18 170 67.3 33.3 M20 216-50 FC 216 9.20 20.24
                  

UCFC217 85 mm UC 217  10.81 23.78
9-27/32 8-3/16 5-51/64 23/32 1-25/32 23/32 29/32 25/32 7.0866 2.740 1.3425 3/4 

UCFC217-52 3-1/4 217-52 FC 217 11.03 24.27250 208 147.1 18 45 18 23 20 180 69.6 34.1 M20  UCFC217-55 3-7/16             217-55  10.60 23.32
                  

UCFC218 90 mm 10-7/16 8-21/32 6-1/8 23/32 1-31/32 7/8 29/32 25/32 7.4803 3.083 1.5629 3/4 UC  218 12.96 28.51
UCFC218-56 3-1/2 265 220 155.5 18 50 22 23 20 190 78.3 39.7 M20 218-56 FC 218 13.17 28.97
                  

 
 



Pillow Block Bearing and housing 
Round Flange Cartridge Unit 
Normal Duty 
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HCFC Eccentric Locking Collar  
 Shaft Dia.        

   Dimensions (inch / mm)     Bolt Size Bearing Housing Weight
Unit No. (inch / mm)              

 (inch / mm) No. No.
 d L P J j A A1 N K f E S    kg lbs

HCFC201 12 mm             HC 201  0.73 1.61
HCFC201-8 1/2             201-8  0.72 1.58
HCFC202 15 mm             202  0.82 1.80
HCFC202-10 5/8 3-15/16 3-5/64 2-11/64 13/64 13/16 25/64 15/32 15/64 2.4409 1.437 0.500 3/8 202-10 0.72 1.58
HCFC203 17 mm 100 78 55.1 5 20.5 10 12 6 62 36.5 17 M10 203 FC 204 0.71 1.56
HCFC203-11 11/16             203-11  0.70 1.54
HCFC203 20 mm             203  0.76 1.67
HCFC204-12 3/4             204-12  0.76 1.67
                  

HCFC205 25 mm             HC 205  1.07 2.35
HCFC205-14 7/8 4-17/32 3-35/64 2-1/2 15/64 13/16 25/64 15/32 9/32 2.7559 1.453 0.6889 3/8 205-14 1.11 2.44
HCFC205-15 15/16 115 90 63.6 6 21 10 12 7 70 36.9 17.5 M10 205-15 FC 205 1.09 2.40
HCFC205-16 1             205-16  1.07 2.35
                  

HCFC206 30 mm             HC 206  1.43 3.15
HCFC206-18 1-1/8 4-29/32 3-15/16 2-25/32 5/16 29/32 25/64 15/32 5/16 3.1496 1.579 0.7204 3/8 206-18 1.45 3.19
HCFC206-19 1-3/16 125 100 70.7 8 23 10 12 8 80 40.1 18.3 M10 206-19 FC 206 1.43 3.15
HCFC206-
HCFC20 1-1/4             206-20  1.40 3.08
                  

HCFC207 35 mm             HC 207  1.93 4.25
HCFC207-
HCFC20 1-1/4 207-20  2.00 4.40

5-5/16 4-21/64 3-1/16 5/16 1-1/32 7/16 35/64 23/64 3.5433 1.705 0.7401 7/16 
HCFC207-21 1-5/16 207-21 FC 207 1.93 4.25

135 110 77.8 8 26 11 14 9 90 43.3 18.8 M12  HCFC207-22 1-3/8             207-22  1.93 4.25
HCFC207-23 1-7/16             207-23  1.87 4.11
                  

HCFC208 40 mm HC 208  2.29 5.04
5-23/32 4-23/32 3-11/32 25/64 1-1/32 7/16 35/64 23/64 3.9370 1.807 0.8425 7/16 

HCFC208-24 1-1/2 208-24 FC 208 2.34 5.15
145 120 84.8 10 26 11 14 9 100 45.9 21.4 M12  HCFC208-25 1-9/16             208-25  2.30 5.06

                  

HCFC209 45 mm             HC 209  2.85 6.27
HCFC209-26 1-5/8 6-5/16 5-13/64 3-43/64 15/32 1-1/32 25/64 5/8 25/64 4.1339 1.768 0.8425 1/2 209-26 2.96 6.51
HCFC209-27 1-11/16 160 132 93.3 12 26 10 16 14 105 44.9 21.4 M14 209-27 FC 209 2.91 6.40
HCFC209-28 1-3/4             209-28  2.87 6.31
                  

 
 
 
 



 
 Shaft Dia.         Bolt Size 

    Dimensions (inch / mm)     Bearing Housing Weight
Unit No. (inch / mm)            (inch / No. No.   

 mm)   
 d L P J j A A1 N K f E S 

   kg lbs

HCFC210 50 mm             HC 210  3.09 6.80
HCFC210-30 1-7/8 6-1/2 5-7/16 3-27/32 15/32 1-3/32 25/64 5/8 35/64 4.3307 1.894 0.9685 1/2 210-30 3.18 7.00
HCFC210-31 1-15/16 165 138 97.6 12 28 10 16 14 110 48.1 24.6 M14 210-31 FC 210 3.12 6.86
HCFC210-32 2             210-32  3.06 6.73
                  

HCFC211 55 mm             HC 211  4.22 9.28
HCFC211-32 2 7-9/32 5-29/32 4-3/16 15/32 1-3/16 33/64 3/4 35/64 4.9213 2.228 1.0944 5/8 211-32 4.42 9.72
HCFC211-34 2-1/8 185 150 106.1 12 30 13 19 14 125 56.6 27.8 M16 211-34 FC 211 4.27 9.39
HCFC211-35 2-3/16             211-35  4.19 9.22
                  

HCFC212 60 mm             HC 212  5.28 11.62
HCFC212-36 2-1/4 7-11/16 6-19/64 4-29/64 15/32 1-13/32 43/64 3/4 19/32 5.3150 2.512 1.2204 5/8 212-36 5.44 11.97
HCFC212-38 2-3/8 195 160 113.1 12 36 17 19 15 135 63.8 31 M16 212-38 FC 212 5.30 11.66
HCFC212-39 2-7/16             212-39  5.17 11.37
                  

HCFC213 65 mm 8-1/16 6-11/16 4-47/64 35/64 1-3/8 5/8 3/4 19/32 5.709 2.661 1.3425 5/8 HC 213 6.21 13.66
HCFC213-40 2-1/2 205 170 120.2 14 35 16 19 15 145 67.6 34.1 M16 213-40 FC 213 6.31 13.88
                  

HCFC214 70 mm HC 214  7.45 16.39
8-15/32 6-31/32 4-59/64 35/64 1-1/2 43/64 3/4 5/8 5.9055 2.701 1.3425 5/8 

HCFC214-43 2-11/16 214-43 FC 214 7.69 16.92215 177 125.1 14 38 17 19 16 150 68.6 34.1 M16  HCFC214-44 2-3/4             214-44  7.46 16.41
                  

HCFC215 75 mm HC 215  7.56 16.63
8-21/32 7-1/4 5-1/8 5/8 1-17/32 23/32 3/4 43/64 6.2992 2.866 1.4685 5/8 

HCFC215-47 2-15/16 215-47 FC 215 7.59 16.70220 184 130.1 16 39 18 19 17 160 72.8 37.3 M16  HCFC215-48 3             215-48  7.47 16.43
                  

HCFC216 80 mm 9-7/16 7-7/8 5-9/16 5/8 1-21/32 23/32 29/32 23/32 6-11/16 2.988 1.3110 3/4 HC 216 9.15 20.13
HCFC216-50 3-1/8 240 200 141.4 16 42 18 23 18 170 75.9 33.3 M20 216-50 FC 216 9.20 20.24
                  

HCFC217 85 mm HC 217  10.81 23.78
9-27/32 8-3/16 5-51/64 23/32 1-25/32 23/32 29/32 25/32 7-3/32 2.669 1.3425 3/4 

HCFC217-52 3-1/4 217-52 FC 217 11.03 24.27250 208 147.1 18 45 18 23 20 180 67.8 34.1 M20  HCFC217-55 3-7/16             217-55  10.89 23.96
                  

HCFC218 90 mm 10-7/16 8-21/32 6-1/8 23/32 1-31/32 55/64 29/32 25/32 7-31/64 2.756 1.3440 3/4 HC 218 12.96 28.51
HCFC218-56 3-1/2 265 220 155.5 18 50 22 23 20 190 70 39.7 M20 218-56 FC 218 13.07 28.75
                  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   



Pillow Block Bearing and Housing 
Take Up Unit 
Normal Duty 

 

UCT Set Screw Locking  
 Shaft Dia.               
       Dimensions (inch / mm)       Weight

Unit No. (inch / mm)                Bearing Housing   
 No. No. 
 d N N1 N2 L L1 L2 L3 H H1 H2 A A1 A3 B S   
                   kg lbs

UCT201 12 mm                UC 201  0.80 1.76
UCT201-8 1/2                201-8  0.79 1.74
UCT202 15 mm                202  0.79 1.74
UCT202-10 5/8 3/4 5/8 1-1/4 3-11/16 2-13/32 25/64 2-1/64 3-1/2 2-63/64 1-1/64 13/16 15/32 1-1/4 1.2205 0.500 202-10 0.79 1 74
UCT203 17 mm 19 16 32 94 61 10 51 89 76 51 21 12 32 31 12.7 203 T 204 0.78 1.72
UCT203-11 11/16                203-11  0.77 1.69
UCT204 20 mm                204  0.76 1.67
UCT204-12 3/4                204-12  0.76 1.67
                     

UCT205 25 mm                UC 205  0.81 1.78
UCT205-14 7/8 3/4 5/8 1-1/4 3-13/16 2-7/16 25/64 2-1/64 3-1/2 2-63/64 1-1/64 15/16 15/32 1-1/4 1.3425 0.5629 205-14 0.84 1.85
UCT205-15 15/16 19 16 32 97 62 10 51 89 76 51 14 12 32 34.1 14.3 205-15 T 205 0.82 1.80
UCT205-16 1                205-16  0.81 1.78
                     

UCT206 30 mm                UC 206  1.22 2.68
UCT206-18 1-1/8 55/64 5/8 1-29/64 4-7/16 2-3/4 25/64 2-1/4 4-1/64 3-1/2 2-7/32 1-3/32 15/32 1-29/64 1.500 0.6259 206-18 1.24 2.73
UCT206-19 1-3/16 22 16 37 113 70 10 57 102 89 56 28 12 37 38.1 15.9 206-19 T 206 1.22 2.68
UCT206-20 1-1/4                206-20  1.21 2.66
                     

UCT207 35 mm                UC 207  1.44 3.17
UCT207-20 1-1/4 207-20  1.50 3.30

55/64 5/8 1-29/64 5-3/32 3-5/64 33/64 2-33/64 4-1/64 3-1/2 w2-33/64 1-3/16 15/32 1-29/64 1.6890 0.6889 
UCT207-21 1-5/16 207-21 T 207 1.46 3.21

22 16 37 129 78 13 64 102 89 64 30 12 37 42.9 17.5  UCT207-22 1-3/8                207-22  1.44 3.17
UCT207-23 1-7/16                207-23  1.41 3.10
                     

UCT208 40 mm 1-9/64 3/4 1-15/16 5-21/32 3-1/2 5/8 3-17/64 4-1/2 4-1/64 3-17/64 1-5/16 5/8 1-15/16 1.9370 0.7480 UC 208 2.40 5.28
UCT208-24 1-1/2 208-24 T 208 2.44 5.3729 19 49 144 89 16 83 114 102 83 33 16 49 49.2 19  UCT208-25 1-9/16                208-25  2.41 5.30
                     

UCT209 45 mm                UC 209  2.36 5.19
UCT209-26 1-5/8 1-9/64 3/4 1-15/16 5-21/32 3-27/64 5/8 3-17/64 4-19/32 4-1/64 3-17/64 1-3/8 5/8 1-15/16 1.9370 0.7480 209-26 2.46 5.41
UCT209-27 1-11/16 29 19 49 144 87 16 83 117 102 83 35 16 49 49.2 19 209-27 T 209 2.42 5.32
UCT209-28 1-3/4                209-28  2.38 5.24
                     

 
 
 
 
 
 
 
 
 
 
 
 
 



 
 Shaft Dia.               
       Dimensions (inch / mm)       Weight

(inch / mm)                Bearing Housing   Unit No.                   

 No. No. 
 d N N1 N2 L L1 L2 L3 H H1 H2 A A1 A3 B S   
                   kg lbs

UCT210 50 mm                UC 210  2.43 5.35
UCT210-30 1-7/8 1-9/64 3/4 1-15/16 5-7/8 3-35/64 5/8 3-17/64 4-19/32 4-1/64 3-17/64 1-15/32 5/8 1-15/16 2.0315 0.7480 210-30 2.50 5.50

T 210
UCT210-31 1-15/16 29 19 49 149 90 16 86 117 102 83 37 16 49 51.6 19 210-31  2.45 5.39
UCT210-32 2                210-32  2.41 5.30
                     

UCT211 55 mm                UC 211  4.11 9.04
UCT211-32 2 1-3/8 63/64 2-1/32 6-23/32 4-11/64 3/4 3-3/4 5-3/4 5-1/8 4-1/64 1-1/2 55/64 2-33/64 2.1890 0.8740 211-32 4.26 9.37

T 211
UCT211-34 2-1/8 35 25 64 171 106 19 95 146 130 102 38 22 64 55.6 22.2 211-34  4.15 9.13
UCT211-35 2-3/16                211-35  4.09 9.00
                     

60 mm                 UCT212 
               

UC 212 
 

4.97 10.93
2-1/4  UCT212-36 1-3/8 1-17/64 2-1/32 7-5/8 4-11/16 3/4 4-1/64 5-3/4 5-1/8 4-1/64 1-21/32 55/64 2-33/64 2.5236 1.000 212-36 5.10 11.22

T 2122-3/8 
 UCT212-38 35 32 64 194 119 19 102 146 130 102 42 22 64 64.1 25.4 212-38  4.95 10.89

2-7/16                 UCT212-39                 212-39  4.88 10.74
                     

UCT213 65 mm 1-17/64 1-17/64 2-3/4 8-13/16 5-25/64 53/64 4-3/4 6-9/16 5-15/16 4-3/8 1-23/32 1-1/32 2-3/4 2.5630 1.000 UC 213 6.65 14.63
T 213

UCT213-40 2-1/2 32 32 70 224 137 21 121 167 151 111 44 26 70 65.1 25.4 213-40  6.74 14.83
                     

UCT214 70 mm 1-39/64 1-17/64 2-3/4 8-13/16 5-25/64 53/64 4-3/4 6-9/16 5-15/16 4-3/8 1-13/16 1-1/32 2-3/4 2.9370 1.1889 UC 214 7.05 15.51
UCT214-43 2-11/16 214-43 T 214 7.26 15.9741 32 70 224 137 21 121 167 151 111 46 26 70 74.6 30.2  UCT214-44 2-3/4                214-44  7.06 15.53
                     

UCT215 UC 215  7.41 16.30
 

75 mm 
    

1-39/64 1-17/64 2-3/4 9-1/8 5-33/64 53/64 4-3/4 6-9/16 5-15/16 4-3/8 1-57/64 1-1/32 2-3/4 3.0630 1.3110 
UCT215-47 215-47 T 215 7.44 16.37
 

2-15/16 
    41 32 70 232 140 21 121 167 151 111 48 26 70 77.8 33.3  UCT215-48                215-48  7.32 16.10

 
3 

                   

                     

UCT216 80 mm 1-39/64 1-17/64 2-3/4 9-1/4 5-33/64 53/64 4-3/4 7-1/4 6-1/2 4-3/8 2 1-1/32 2-3/4 3.2520 1.3110 UC 216 8.30 18.26
T 216

UCT216-50 3-1/8 41 32 70 235 140 21 121 184 165 111 51 26 70 82.6 33.3 216-50  8.35 18.37
                     

UCT217 85 mm 1-57/64 1-1/2 2-7/8 10-1/4 6-3/8 1-9/64 6-3/16 7-25/32 6-13/16 4-7/8 2-1/8 1-3/16 2-7/8 3.3740 1.3425 UC 217 11.00 24.20
UCT217-52 3-1/4 217-52 T 217 11.22 24.6848 38 73 260 162 29 157 198 173 124 54 30 73 85.7 34.1  UCT217-55 3-7/16                217-55  10.80 23.76
                     

 
 



Take Up Unit 
Normal Duty - Wide Slot 
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UCST Set Screw Locking  
 Shaft Dia.               

      Dimensions (inch / mm)       Weight(inch / mm)                Bearing Housing   Unit No.                   
                 No. No.   

 d N N1 N2 L L1 L2 L3 H H1 H2 A A1 A3 B S   kg lbs

UCST201 12 mm                UC 201  0.80 1.76
UCST201-8 1/2                201-8  0.79 1.74
UCST202 15 mm                202  0.79 1.74
UCST202-10 5/8 3/4 5/8 1-1/4 3-11/16 2-3/8 25/64 2-1/64 3-1/2 3 1-1/64 15/16 17/32 1-1/4 1.2204 0.500 202-10 0.79 1.74
UCST203 17 mm 19 16 32 94 60.3 10 51 89 76.2 51 24 13.5 32 31 12.7 203 ST 204 0.78 1.72
UCST203-11 11/16                203-11  0.77 1.69
UCST204 20 mm                204  0.76 1.67
UCST204-12 3/4                204-12  0.76 1.67
                     

UCST205 25 mm                UC 205  0.81 1.78
UCST205-14 7/8 3/4 5/8 1-1/4 3-13/16 2-7/16 25/64 2-1/64 3-1/2 3 1-1/64 15/16 17/32 1-1/4 1.3425 0.5629 205-14 0.84 1.85
UCST205-15 15/16 19 16 32 97 62 10 51 89 76.2 51 24 13.5 32 34.1 14.3 205-15 ST 205 0.82 1.80
UCST205-16 1                205-16  0.81 1.78
                      

UCST206 30 mm                UC 206  1.22 2.68
UCST206-18 1-1/8 55/64 5/8 1-7/16 4-7/16 2-3/4 25/64 2-1/4 4-1/32 3-1/2 2-7/32 15/16 17/32 1-7/16 1.5590 0.6259 206-18 1.24 2.73
UCST206-19 1-3/16 22 16 36.5 113 70 10 57 102 89 56 24 13.5 36.5 38.1 15.9 206-19 ST 206 1.22 2.68
UCST206-
UCST20 1-1/4                206-20  1.21 2.66
                     

UCST207 35 mm                UC 207  1.44 3.17
UCST207-
UCST20 1-1/4 207-20  1.50 3.3055/64 5/8 1-7/16 5-3/32 3-1/16 1/2 2-1/2 4-1/32 3-1/2 2-1/2 1-3/16 17/32 1-7/16 1.6889 0.6889 UCST207-21 1-5/16 207-21 ST 207 1.46 3.2122 16 36.5 129 78 13 63.5 102 89 64 30 13.5 36.5 42.9 17.5  UCST207-22 1-3/8                207-22  1.44 3.17
UCST207-23 1-7/16                207-23  1.41 3.10
                     

UCST208 40 mm 1-7/64 3/4 1-15/16 5-21/32 3-1/2 5/8 3-1/4 4-1/2 4-1/64 3-1/4 1-3/8 11/16 1-15/16 1.9370 0.7480 UC 208 2.40 5.28
UCST208-24 1-1/2 208-24 ST 208 2.44 5.3728 19 49 144 89 16 82.5 114.3 102 83 35 17.5 49 49.2 19.0  UCST208-25 1-9/16                208-25  2.41 5.30
                     

UCST209 45 mm                UC 209  2.36 5.19
UCST209-26 1-5/8 1-7/64 3/4 1-15/16 5-21/32 3-7/16 5/8 3-1/4 4-19/32 4-1/64 3-1/4 1-3/8 11/16 1-15/16 1.9370 0.7480 209-26 2.46 5.41
UCST209-27 1-11/16 28 19 49 144 87 16 82.5 117 102 83 35 17.5 49 49.2 19.0 209-27 ST 209 2.42 5.32
UCST209-28 1-3/4                209-28  2.38 5.24
                     

UCST210 50 mm                UC 210  2.43 5.35
UCST210-30 1-7/8 1-7/64 3/4 1-15/16 5-7/8 3-17/32 5/8 3-3/8 4-19/32 4-1/64 3-1/4 1-3/8 11/16 1-15/16 2.0314 0.7480 210-30 2.50 5.50
UCST210-31 1-15/16 28 19 49 149 90 16 85.7 117 102 83 35 17.5 49 51.6 19.0 210-31 ST 210 2.45 5.39
UCST210-32 2                210-32  2.41 5.30
                     

UCST211 55 mm                UC 211  4.11 9.04
UCST211-32 2 1-3/8 1 2-1/2 6-23/32 4-3/16 3/4 3-3/4 5-3/4 5-1/8 4-1/32 1-5/8 1-1/16 2-1/2 2.1889 0.8740 211-32 4.26 9.37
UCST211-34 2-1/8 35 25.4 63.5 171 106 19 95 146 130 102 41 27 63.5 55.6 22.2 211-34 ST 211 4.15 9.13
UCST211-35 2-3/16                211-35  4.09 9.00
                     

UCST212 60 mm                UC 212  4.97 10.93
UCST212-36 2-1/4 1-3/8 1-1/4 2-1/2 7-5/8 4-11/16 3/4 4-1/64 5-3/4 5-1/8 4-1/32 1-13/16 1-1/16 2-1/2 2.5629 1.000 212-36 5.10 11.22
UCST212-38 2-3/8 35 32 63.5 194 119 19 102 146 130 102 46 27 63.5 65.1 25.4 212-38 ST 212 4.95 10.89
UCST212-39 2-7/16                212-39  4.88 10.74
                     

 
   



Pillow Block Bearing and Housing 
Cylindrical Cartridge Unit  

Normal Duty 

 
 

UCC Set Screw Locking         
  Shaft Dia.       
   Dimensions (inch / mm)   Weight 

Unit No. (inch / mm)     Bearing Housing    
   No. No.  
  d L A S B     
          kg  lbs 

UCC201 12 mm     UC 201  0.52  1.14 
 UCC201-8 1/2      201-8  0.51  1.12 
 UCC202 15 mm 2.8346 25/32 0.500 1.2205  202 0.51  1.12 
  C 204  
 UCC202-10 5/8 72 20 12.7 31.0  202-10  0.51  1.12 
 UCC203 17 mm      203  0.50  1.10 
 UCC203-11 11/16      203-11  0.49  1.08 
             

UCC204 20 mm 2.8346 25/32 0.500 1.2205 UC 204 0.48  1.06 
  C 204  
 UCC204-12 3/4 72 20 12.7 31.0  204-12  0.48  1.06 
             

UCC205 25 mm     UC 205  0.63  1.39 
 UCC205-14 7/8 3.1496 55/64 0.5629 1.3425  205-14 0.66  1.45 
  C 205  
 UCC205-15 15/16 80 22 14.3 34.1  205-15  0.64  1.41 
 UCC205-16 1      205-16  0.63  1.39 
             

UCC206 30 mm     UC 206  0.80  1.76 
 UCC206-17 1-1/16  206-17  0.83  1.83 
 3.3465 1-1/16 0.6259 1.500   
 UCC206-18 1-1/8  206-18 C 206 0.82  1.80 
 85 27 15.9 38.1    
 UCC206-19 1-3/16      206-19  0.80  1.76 
 UCC206-20 1-1/4      206-20  0.79  1.74 
             

UCC207 35 mm     UC 207  0.93  2.05 
 UCC207-20 1-1/4  207-20  0.99  2.18 
 3.5433 1-7/64 0.6889 1.6890   
 UCC207-21 1-5/16  207-21 C 207 0.96  2.11 
 90 28 17.5 42.9    
 UCC207-22 1-3/8      207-22  0.93  2.05 
 UCC207-23 1-7/16      207-23  0.90  1.98 
             

UCC208 40 mm UC 208  1.22  2.68 
 3.9370 1-3/16 0.7480 1.9370   
 UCC208-24 1-1/2  208-24 C 208 1.26  2.77 
 100 30 19 49.2    
 UCC208-25 1-9/16      208-25  1.23  2.71 
             

 
 
 
 



 

 
 

UCFA Set Screw Locking  
 Shaft Dia.         

    Dimensions (inch / mm)     Weight
(inch / mm)             Bolt Bearing Housing   

Unit No.              Size No. No.   

 d H J L P A A1 A2 N N1 N2 E S    kg lbs

UCFA201 12 mm              UC 201  
              0.50 1.10

UCFA201-8 1/2              201-8  
              0.49 1.08

UCFA202 15 mm              202  
 0.49 1.08

UCFA202-10 5/8 3-27/32 3-5/64 2-3/8 1-31/32 1 15/32 19/32 25/64 25/64 1-9/16 1.3110 0.500 5/16 202-10 FA 204 0.49 1.08
UCFA203 17 mm 98 78 60 50 25.4 12 15 10 10 40 33.3 12.7 M 8 203  

              0.48 1.06
UCFA203-11 11/16              203-11  

              0.46 1.01
UCFA204 20 mm              204  

              0.46 1.01
UCFA204-12 3/4              204-12    

UCFA205 25 mm              UC 205  0.66 1.45
UCFA205-14 7/8 4-7/8 3-55/64 2-3/4 2-9/16 1-1/16 35/64 5/8 33/64 33/64 1-59/64 1.4094 0.5629 3/8 205-14 0.69 1.52
UCFA205-15 15/16 124 98 70 65 27 14 16 13 13 49 35.8 14.3 M 10 205-15 FA 205 0.67 1.47
UCFA205-16 1              205-16  0.66 1.45
                   

UCFA206 30 mm              UC 206  0.93 2.05
UCFA206-18 1-1/8 5-9/16 4-17/32 3-9/32 2-27/32 1-7/32 35/64 45/64 33/64 33/64 2-13/64 1.5826 0.6259 3/8 206-18 0.95 2.09
UCFA206-19 1-3/16 141 115 83 72 31 14 18 13 13 56 40.2 15.9 M 10 206-19 FA 206 0.93 2.05
UCFA206-20 1-1/4              206-20  0.92 2.02
                   

UCFA207 35 mm              UC 207  1.46 3.21
UCFA207-20 1-1/4 207-20  1.52 3.34

6-3/32 5-3/64 3-25/32 3-7/32 1-11/32 5/8 3/4 19/32 19/32 2-9/16 1.7480 0.6889 7/16 
UCFA207-21 1-5/16 207-21 FA 207 1.49 3.28

155 128 96 82 34 16 19 15 15 65 44.4 17.5 M 12  UCFA207-22 1-3/8              207-22  1.46 3.21
UCFA207-23 1-7/16              207-23  1.43 3.15
                   

UCFA208 40 mm 6-23/32 5-19/32 4-1/8 3-15/32 1-1/2 5/8 53/64 19/32 19/32 2-45/64 2.0157 0.7480 7/16 UC 208 1.78 3.92
UCFA208-24 1-1/2 208-24 FA 208 1.82 4.00171 142 105 87 38 16 21 15 15 69 51.2 19 M 12  UCFA208-25 1-9/16              208-25  1.79 3.94
                   

UCFA209 45 mm              UC 209  2.03 4.47
UCFA209-26 1-5/8 7-1/16 5-3/4 4-3/8 3-17/32 1-37/64 45/64 55/64 43/64 43/64 2-3/4 2.0551 0.7480 1/2 209-26 2.13 4.69
UCFA209-27 1-11/16 179 146 111 90 40 18 22 17 17 70 52 19 M 14 209-27 FA 209 2.09 4.60
UCFA209-28 1-3/4              209-28  2.05 4.51

                   

UCFA210 50 mm              UC 210  2.23 4.91
UCFA210-30 1-7/8 7-7/16 6-7/64 4-9/16 3-1/16 1-37/64 45/64 55/64 43/64 43/64 2-61/64 2.1496 0.7480 1/2 210-30 2.30 5.06
UCFA210-31 1-15/16 189 155 116 94 40 18 22 17 17 75 54.6 19 M 14 210-31 FA 210 2.25 4.95
UCFA210-32 2              210-32  2.21 4.86
                   



Pillow Block Bearing and Housing 
Flange Bracket Unit 
Normal Duty 
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UCFB Set Screw Locking 
 
 Shaft Dia.             
     Dimensions (inch / mm)      Weight

(inch / mm)              Bolt Bearing Housing   Unit No.                 

 Size No. No.
 d H H0 H1 L P J j A A1 A2 N E S    
                  kg lbs

UCFB201 12 mm               UC 201    
UCFB201-8 1/2               201-8    
UCFB202 15 mm               202    
UCFB202-10 5/8 1-21/32 4-1/4 2-1/16 2-1/2 2-3/8 1-1/2 7/8 1 5/16 5/8 13/32 1.3425 0.500 5/16 202-10 FB 204 0.70 1.54
UCFB203 17 mm 42 107.9 52 63.5 60.3 38.1 22.2 25.4 8.0 15.9 10 34.1 12.7 M 8 203    
UCFB203-11 11/16               203-11    
UCFB204 20 mm               204    
UCFB204-12 3/4               204-12    
                    

UCFB205 25 mm               UC 205    
UCFB205-14 7/8 1-49/64 4-3/4 2-1/16 2-3/4 2-1/2 1-5/8 1-1/8 1-1/8 3/8 21/32 13/32 1.4370 0.5629 5/16 205-14
UCFB205-15 15/16 45 120.7 52 69.9 63.5 41.3 28.6 28.6 9.6 16.7 10 36.5 14.3 M 8 205-15 FB 205 0.80 1.76
UCFB205-16 1               205-16    
                    

UCFB206 30 mm               UC 206    
UCFB206-18 1-1/8 1-31/32 5-3/8 2-5/32 3-1/4 2-3/4 1-7/8 1-1/4 1-1/4 3/8 47/64 13/32 1.6102 0.6259 5/16 206-18
UCFB206-19 1-3/16 50 136.5 55 82.6 69.9 47.6 31.8 31.8 9.6 18.7 10 40.9 15.9 M 8 206-19 FB 206 1.00 2.20
UCFB206-20 1-1/4               206-20    
                    

UCFB207 35 mm               UC 207    
UCFB207-20 1-1/4 207-20    

2-11/64 6-1/8 2-7/16 3-3/4 3-1/4 2 1-1/4 1-7/16 1/2 13/16 33/64 1.8267 0.6889 3/8 
UCFB207-21 1-5/16 207-21 FB 207 1.30 2.8655 155.6 62 95.3 82.6 50.8 31.8 36.5 12.7 21 13.1 46.4 17.5 M 10    UCFB207-22 1-3/8               207-22    

UCFB207-23 1-7/16               207-23    
                    

UCFB208 40 mm UC 208    
2-33/64 6-15/32 2-27/32 3-31/32 3-1/16 1-31/32 1-5/8 1-13/32 5/8 13/16 33/64 2.0157 0.7480 3/8 

UCFB208-24 1-1/2 208-24 FB 208 1.40 3.0860 164.3 72 100.9 77.8 50 41.3 35.7 15.9 21 13.1 51.2 19 M 10    UCFB208-25 1-9/16               208-25    
                    

UCFB209 45 mm               UC 209    
UCFB209-26 1-5/8 2-9/16 6-27/32 3 4-7/32 3-5/32 2-1/8 1-11/16 1-1/2 23/32 55/64 33/64 2.0157 0.7480 3/8 209-26
UCFB209-27 1-11/16 65 173.9 76 107.4 80.2 53.9 42.9 38.1 18.3 21.8 13.1 51.2 19 M 10 209-27 FB 209 2.20 4.84
UCFB209-28 1-3/4               209-28    

                    

UCFB210 50 mm               UC 210    
UCFB210-30 1-7/8 2-15/16 7-1/2 3-7/32 4-5/8 4 2-3/4 1-5/8 1-1/2 23/32 55/64 33/64 2.1102 0.7480 3/8 210-30
UCFB210-31 1-15/16 74.6 190.5 82 117.5 101.6 69.9 41.3 38.1 12.7 21.8 13.1 53.6 19 M 10 210-31 FB 210 2.50 5.50
UCFB210-32 2               210-32    
                    



Pillow Block Bearing and Housing 
Flange Bracket Unit 
Normal Duty 
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UCFK Set Screw Locking  
 Shaft Dia.              
      Dimensions (inch / mm)      Weight

(inch / mm)              Bolt Bearing Housing   Unit No.                 
               Size No. No.   

 d H H0 H1 L P J j A A1 A2 N E S    kg lbs

UCFK201 12 mm               UC 201    
UCFK201-8 1/2               201-8    
UCFK202 15 mm               202    
UCFK202-10 5/8 1-21/32 4-11/32 2-1/16 2-7/16 2-1/16 1-1/4 1-1/16 1 1/2 19/32 13/32 1.2204 0.500 5/16 202-10 FK 204 0.60 1.32
UCFK203 17 mm 42 110 52 62 52 32 27 25.4 13 15 10 31 12.7 M 8 203    
UCFK203-11 11/16               203-11    
UCFK204 20 mm               204    
UCFK204-12 3/4               204-12    
                    

UCFK205 25 mm               UC 205    
UCFK205-14 7/8 1-25/32 4-9/16 2-1/16 2-11/16 2-7/32 1-11/32 1-1/16 1-1/16 1/2 5/8 13/32 1.3385 0.5629 5/16 205-14 
UCFK205-15 15/16 45 116 52 68 56 34 27 27 13 16 10 34 14.3 M 8 205-15 FK 205 0.66 1.45
UCFK205-16 1               205-16    
                    

UCFK206 30 mm               UC 206    
UCFK206-18 1-1/8 1-31/32 5-1/8 2-5/32 3-1/16 2-9/16 1-9/16 1-3/16 1-1/4 1/2 23/32 13/32 1.500 0.6259 5/16 206-18 
UCFK206-19 1-3/16 50 130 55 78 65 40 29 31 13 18 10 38.1 15.9 M 8 206-19 FK 206 0.93 2.05
UCFK206-20 1-1/4               206-20    
                    

UCFK207 35 mm               UC 207    
UCFK207-20 1-1/4 207-20    

2-11/64 5-11/16 2-7/16 3-17/32 2-3/4 1-13/16 1-1/4 1-11/32 19/32 3/4 13/32 1.6889 0.6889 5/16 
UCFK207-21 1-5/16 207-21 FK 207 1.3 2.86

55 144 62 90 70 46 32 34 15 19 10 42.9 17.5 M 8    UCFK207-22 1-3/8               207-22    

UCFK207-23 1-7/16               207-23    
                    

UCFK208 40 mm UC 208    
2-3/8 6-7/16 2-27/32 3-15/16 3-1/16 1-31/32 1-5/8 1-13/32 5/8 13/16 15/32 1.9370 0.7480 3/8 

UCFK208-24 1-1/2 208-24 FK 208 1.7 3.74
60 164 72 100 78 50 41 36 16 21 12 49.2 19 M 10    UCFK208-25 1-9/16               208-25    

                    

UCFK209 45 mm               UC 209    
UCFK209-26 1-5/8 2-9/16 6-27/32 3 4-3/16 3-5/32 2-1/8 1-11/16 1-1/2 23/32 7/8 15/32 1.9370 0.7480 3/8 209-26 
UCFK209-27 1-11/16 65 174 76 106 80 54 43 38 18 22 12 49.2 19 M 10 209-27 FK 209 1.9 4.18
UCFK209-28 1-3/4               209-28    
                    

UCFK210 50 mm               UC 210    
UCFK210-30 1-7/8 2-11/16 7-1/4 3-7/32 4-13/32 3-3/8 2-9/32 1-13/16 1-9/16 23/32 7/8 15/32 2.0314 0.7480 3/8 210-30 
UCFK210-31 1-15/16 68 184 82 112 86 58 46 40 18 22 12 51.6 19 M 10 210-31 FK 210 2.2 4.84
UCFK210-32 2               210-32    
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UCHA Set Screw Locking  
 Shaft Dia.       

   Dimensions (inch / mm)    Weight (inch / mm)           Bearing Housing   Unit No.              
 No. No. 
 d H H0 L C A M D F B S   kg lbs 
                

UCHA201 12 mm           UC 201  0.73 1.61
UCHA201-8 1/2           201-8  0.72 1.58
UCHA202 15 mm           202  0.72 1.58
UCHA202-10 5/8 2-33/64 3-25/32 2-33/64 0 13/16 1-37/64 3/4 1.2204 0.500 202-10 0.72 1.58
UCHA203 17 mm 64 96 64 0 21 G-3/4 40 19 31 12.7 203 HA 204 0.72 1.58
UCHA203-11 11/16           203-11  0.71 1.56
UCHA204 20 mm           204  0.69 1.52
UCHA204-12 3/4           204-12  0.69 1.52
                

UCHA205 25 mm           UC 205  0.83 1.83
UCHA205-14 7/8 2-33/64 4-1/16 3-1/16 0 15/16 1-37/64 3/4 1.3425 0.5629 205-14 0.86 1.89
UCHA205-15 15/16 64 103 78 0 24 G-3/4 40 19 34.1 14.3 205-15 HA 205 0.84 1.85
UCHA205-16 1           205-16  0.83 1.83
                

UCHA206 30 mm           UC 206  0.83 1.83
UCHA206-18 1-1/8 2-33/64 4-1/16 3-1/16 0 1-7/64 1-37/64 3/4 1.500 0.6259 206-18 0.85 1.87
UCHA206-19 1-3/16 64 103 78 0 28 G-3/4 40 19 38.1 15.9 206-19 HA 206 0.83 1.83
UCHA206-20 1-1/4           206-20  0.82 1.80
                

UCHA207 35 mm           UC 207  1.16 2.55
UCHA207-20 1-1/4  207-20  1.22 2.68
UCHA207-21 1-5/16 2-3/4 4-9/16 3-5/8 0 1-3/16 G-3/4 1-37/64 3/4 1.6889 0.6889 207-21 HA 207 1.19 2.62

70 116 92 0 30  40 19 42.9 17.5  UCHA207-22 1-3/8           207-22  1.16 2.55
UCHA207-23 1-7/16           207-23  1.13 2.49
                

UCHA208 40 mm  UC 208  1.32 2.90
UCHA208-24 1-1/2 2-7/8 4-3/4 3-25/32 5/64 1-5/16 G-3/4 1-37/64 3/4 1.9370 0.7480 208-24 HA 208 1.36 2.99

73 121 96 2 33  40 19 49.2 19  UCHA208-25 1-9/16           208-25  1.33 2.93
                

UCHA209 45 mm           UC 209  1.92 4.22
UCHA209-26 1-5/8 3-15/64 5-11/32 4-1/4 13/64 1-3/8 1-57/64 53/64 1.9370 0.7480 209-26 2.02 4.44
UCHA209-27 1-11/16 82 136 108 5 35 G-1 48 21 49.2 19 209-27 HA 209 1.98 4.36
UCHA209-28 1-3/4           209-28  1.94 4.27
                

 



 Shaft Dia.        
   Dimensions (inch / mm)     Weight (inch / mm)           Bearing Housing   Unit No.              No. No. 

 d H H0 L C A M D F B S   kg lbs
               

UCHA210 50 mm           UC 210  1.90 4.18
UCHA210-30 1-7/8 3-17/64  5-19/32  4-21/32 13/64 1-29/64 1-57/64 53/64 2.0314 0.7480 210-30 1.97 4.33
UCHA210-31 1-15/16 83 142 118 5 37 G-1 48 21 51.6 19 210-31 HA 210 1.92 4.22
UCHA210-32 2           210-32  1.88 4.14

                

UCHA211 55 mm           UC 211  2.16 4.75
UCHA211-32 2 3-27/64  5-29/32  4-31/32 9/32 1-1/2 2-23/64 63/64 2.1889 0.8740 211-32 2.76 6.07
UCHA211-34 2-1/8 87 150 126 7 38 G-1-1/4 60 25 55.6 22.2 211-34 HA 211 2.65 5.83
UCHA211-35 2-3/16           211-35  2.59 5.70

                

UCHA212 60 mm           UC 212  3.54 7.79
UCHA212-36 2-1/4 4-1/64 6-13/16  5-19/32 23/64 1-21/32 2-23/64 1-7/64 2.5629 1.000 212-36 3.67 8.07
UCHA212-38 2-3/8 102 173 142 9 42 G-1-1/4 60 28 65.1 25.4 212-38 HA 212 3.52 7.74
UCHA212-39 2-7/16           212-39  3.45 7.59

               

UCHA213 65 mm 4-39/64 7-7/8   6-17/32 3/8 1-47/64 2-3/4 1-17/64 2.5629 1.000 UC 213 5.80 12.76
UCHA213-40 2-1/2 117 200 166 9.5 44 G-1-1/2 70 32 65.1 25.4 213-40 HA 213 5.89 12.96
UCHA214 70 mm  UC 214    
UCHA214-43 2-11/16 4-39/64 7-7/8   6-17/32 3/8 1-47/64 G-1-1/2 2-3/4 1-17/64 2.9370 1.1889 214-43 HA 214 5.64 12.41

117 200 166 9.5 44  70 32 74.6 30.2    UCHA214-44 2-3/4           214-44    

                

UCHA215 75 mm  UC 215    
UCHA215-47 2-15/16 4-39/64 7-7/8   6-17/32 3/8 1-47/64 G-1-1/2 2-3/4 1-17/64 3.0629 1.3110 215-47 HA 215 5.58 12.28

117 200 166 9.5 44  70 32 77.8 33.3    UCHA215-48 3           215-48    
                


